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125LB OS &Y Gate Valve e, 02
125LB OS & Y Schieberventil
250LB OS&Y Gate Valve  srerrerresrmmm. 02
250LB OS & Y Schieberventil
125LB Non Rising Stem Gate Valve «cooeeeriuniciinunies 03

125LB nichtsteigende Spindel Schieberventil

250LB Non Rising Stem Gate Valve oo 03
250LB nichtsteigende Spindel Schieberventil

AWWA/ANSI 250PSI Non-rising Stem
Resilient Seated Gate Valve

AWWA/ANSI250PSI nichtsteigende Spindel
weichdichtenden Schieberventil

AWWAJ/ANSI 250PSI Rising Stem
Resilient Seated Gate Valve
AWWA/ANSI 250PS| steigende Spindel
weichdichtenden Schieberventil

125/250LB GlObE Valve  ++++swsereresssassssssssssnersssassensies 05
125/250LB Absperrventil

125LB 8wing Check Valve  «sserercermcinncsennissnecsasenncens 05
125LB Ruckschlagklappe

250LB Swing Check Valve  «--reermecissensinssncusisannies 06
250LB Ruckschlagklappe

ANSI 125LB Strainer 06
ANS| 125LB Schmutzfanger

ANSI Ball Valve 07
ANSI Kugelhahn
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PN10/16 Resilient Seated Non
Rising Stem Gate Valve
PN10/16 weichdichtend
nichtsteigende Spindel Schieberventil

PN10/16 Resilient Seated
OS&Y Gate Valve

PN10/16 weichdichtenden
OS&Y Schieberventil

...... 09

PN10/16 Metal Seated Non

Rising Stem Gate Valve
PN10/16 metallisch-dichtenden
nichtsteigenden Schieberventil

............ 10

PN10/16 Metal Seated OS &Y Gate Valve :wwwweeee 10
PN10/16 metalisch-dichtenden OS&Y Schieberventil

pN1o’16 G|°be Valve ............................................. 11
PN10/16 Absperrventil
PN16 Bellow Globe Valve  rwreererrermrssssrsssssninsessinnas 1

PN16 Faltenbalg Absperrventil

PN10/16 Piston Valve +sesseessrressessisinniainceiisinnniinenas 12
PN10/16 Kolbenschieberventil

PN10/16 Lift Check Valye «:+-=ssresmssremmmiiiniiiniiiia. 12
PN10/16 Rickschlagklappe Type Lift
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PN10/16 Threaded Y Strainer
PN10/16 Y-Sieb Schmutzfanger

PN10/16 A-type Flange Y strainer  «sooooesrannnns

PN10/16 A-Form Flansch Y Schutzfanger

PN10/16 B-type Flanged Y strainer

PN10/16 B-Form Flansch Y Schutzfanger

PN10/16 Swing Check Valve
PN10/16 Riickschlagklappe

PN10/16 Ball Valve
PN10/16 Kugelhahn

PN10/16 Angle Globe Valve e

PN10/16 Ecke-Durchgangsventil

PN10/16 Socket End Resilient Seated
Non Rising Stem Gate Valve

PN10/16 Stutzenende weichtend
nichtsteigende Spindel Schiebeventil

PN10/16 Wafer Check Valve  «eevriemsinnnniinns

PN10/16 Wafer Ruckschlagventil
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10K OSEY Gate Valve wssmiimimmrisiimni ]
10K OS & Y Schieberventil
10K Non Rising Stem Gate Valve i 18

10K nichtsteigende Spindel Schieberventil

10K Globe Valye  rrreeerrrrrmsmsssmrmmsmssssissnss 19
10K Absperrventil
10K Swing Check Valve  -wweimsmiiiiniin, 19

10K Riickschlagklappe

10K Verllcal Check VaIVe BT LT T T T e U 20
10K senkrecht Rickschlageventil

10K Reduced Bore Ball Valye = +srsemssssssmsssasasnses 20)
10K reduziertes Kugelhahn

o I ¥ & B nl 24 a4

10K Y Strainer e--sseresrersssssssssnsssssnsssssnsssssnnsssannnesss 24
10K Y-Form Schmutzfanger

10K Foot Valve A 21
10K FuBventil
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PN10/16 OS &Y Metal Seated Gate Valve «===wroeree 23
PN10/16 OS & Y metalisch-dichtenden
Schieberventil

PN10/16 Non Rising Stem Metal

Plidraintlahionn wereersnanrersnsnsnseeres 93
PN10/16 nichisteigende Spindel
metalisch-dichtenden Schieberventil

PN10/16 OS &Y Resilient Seated Gate Valve - 24
PN10/16 OS & Y weichdichtende
Schieberventil

PN10/16 Non Rising Stem Resilient

Seated Gate Valve s 24
PN10/16 nichtsteigende Spindel

weichdichtende Schieberventil

PN1Df1E Globe Va've AsEassssnesEIsaRNIsseEIERRNItaRsRRRERRE 25
PN10/16 Absperrventil

PN10/16 Swing Check Valve e 25
PN10/16 Ruckschlagklappe

PN“O‘”S Y S"alner sessessasss Sensessssstsesnbistasrantittnn 26
PN10/16 Y-Form Schmutzfanger

PN10/16 Wafer Check Valye e 26

PN10/16 Wafer Rickschlagventil

HYDRAULIC CONTROL PRODUCTS
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100X Float Ball Valve ==eeeerrsmermmmmmiciininiccneee. 28
100X Schwimmkugelhahn
200X Pressure Reducing VANE sonvmsissrisisnnsnssnissanss 28

200X Druckreduzierventil

300X Slowly Closing Silencing Check Valve e 29
300X langsam schliefen und schweigen
Riickschlagventil

400X Flux Control Valve  +w-erssesesssmmmmasssimmnmiimnsne 29

400X Flusskontrolleventil

500X Pressure Relief Valve ++rrerrmssmssssrnsnnns 30
500X Druckbegrenzungsventil

600X Hydraulic Electric Control Valve -« - 30
600X Hydraulischen-elektrischen Kontrulleventll

700X Water Pump Control Valve ««ciecseeersiscinne: 31
700X Wasserpumpe Kontrolleventil

800X Differential Pressure Bypass Balancing Valve - 31
800X Differenzdruck-Bypass-Ausgleichsventil

900X Emergency Close Valve -« eemmrsnmninninn: 32
900X NotschlieBenventil



BUTTERFLY VALVE
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PN10/16 Wafer and Lug Type
Butterfly Valve with Pin

PN10/16 Wafer und Lug Form
Absperrklappe mit Pin

PN10/16 Pinless Wafer and Lug
Type Butterfly Vaive

PN10/16 Pinless Wafe und Lug Form
Absperrklappe

PN10/16 Split-shaft Pinless Wafer
and Lug Type Butterfly Valve
PN10/16 geteilte Welle Pinless
Wafer und Lug Form Absperrklappe

10K Wafer Butterfly Vaive
10K Wafer Absperrklappe

PN10/16 Flanged Double Eccentric Butterfly Valve
PN10/16 Flansch doppelt exzentrische
Absperrklappe

PN10/16 Flanged Center Line Butterfly Valve
PN10/16 Flansch zentral Linie
Absperrklappe

PN10/16 Fire Control Signal Butterfly Valve
PN10/16 Brandschutzsignal Absperrklappe

PN10/16 Grooved Butterfly Valves
PN10/16 gerillte Absperrklappe

- 36
- 35
- 36
- 36
- 37

- 37
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COPPER VALVE y

PN16 Brass Y Strainer  «+sesersssrssssssmsmnsnsninneens 39
PN16 Messing Y-Form Schutzfanger
PN16 Brass Filter Ball Valve «:«:oosssssssisssnisnicnins 39
L PN16 Messingfilter Kugelhahn

PN16 Brass Globe Va|ve N EIIERE NS EeREtIIRRIISRI SIS 40
PN16 Messing Absperrklappe
PN16 Automatlc Alr Va|ve aressensssasnssensrrstesnassesRrsan 40
PN16 automatisches Luftventil

$ PN16 Brass Ball Valve =srssersssmsssasssssonsarrsassnensneseas 44
PN16 Messing Kugelhahn
PN16 Brass Gate Valve s 44
PN16 Messing Schieberventil
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PN16 Pressure Independent
Balancing & Control Valve

PN16 druckunabhangigen
ausgleiche-kontrolleventil

PN16 Static Balancing Valve
PN16 statisch-ausgleicheventil

PN10/16 Rubber Wedge Swing Check Valve
PN10/16 Gummi-Keil Rickschlagklappe

PN10/16 Ball Check Valve
PN10/16 Kugelriickschlagventil

PN10/16 Silence Check Valve
PN10/16 schweigen Ruckschlagklappe

PN10/16 Foot Valve with Screen
PN10/16 FuRventil mit Bildschirm

PN10/16 Flanged Single Ball Air Valve
PN10/16 Flansch Einzelnkugel Luftventil

PN10/16 Automatic Double Ball Air Valve
PN10/16 automatische doppelkugel Luftventil

PN10/16 Double Orifice Air Valve With Manual
PN10/16 Doppeldffnung Lufthandventil

PN10/16 Expansion Joint
PN10/16 Dehnungsfuge
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PN6/10 Knife Gate Valve
PN10/16 Messer Schieberventil

PN10/16 Slow Closing Check Valve .ooverrrivnsnnnens

PN10/16 langsam schliefen Ruckschlagventil

PN10/16 Multi-function Pump Control Valve
PN10/16 Multifunktion Pumpe Kontrolleventil

PN16 Backflow Preventer
PN16 Rohrtrenner

Adhesive Wall Cast Iron Gate Valve --oeevesanienns

Klebewand Absperrschieber aus Eisen

Adhesive Wall Cast Iron Gate Valve »oesreeeneii

Klebewand Absperrschieber aus Eisen

- 48

- 49
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125LB OS &Y Gate Valve

Specifications Main parts and materials
Basic standard Part Name Material
® Design and manufacture: MSS SP-70
® Face lo face: ANSI B16.10 By SRS LD
® Flange end: ANSI B16.10
® Test: MSS SP-70 Body seal ring Brass/Bronze/ss
Disc ASTM A126 CLB
® Size:2n-12n
@ Norminal Pressure(PSI): 125
® Suitble temperature: <200 C Disc seal ring Brass/Bronze/ss
® Seal test 1.41mpa
@ Shell test: 2.46mpa st
9 ® Suitable medium: water,gas,oil (Only SS lrim) 9 ol BrRsass )
Dimensions
Size DN L D D1 b ZxP Hmin Hmax &
" 50 178 152 1205 15.9 4xD19 310 368 203
2% 65 190 178 1395 175 4xD19 3395 413 203
3 80 203 191 1525 19.1 4xD19 3777 | 4647 203
An 100 229 229 1905 239 Bx®19 434 554 254
5n 125 254 254 216 239 8x®22 481 617 254
6 150 267 279 2415 25.4 Bx®22 545 705 305
[ 200 292 343 2985 286 8x®22 7156 930 355
10+ 250 330 406 362 302 12x®25 827 1091 508
\_12n 300 356 483 432 318 12xD25 1003 1317 508 )
Specifications Main parts and materials
Basic standard Part Name Material
® Design and manufacture: MSS SP-70 Body ASTM A126 CLB
® Face to face: ANSI B16.10
® Flange end: ANSI B16.10 Body seal ring Brass/Bronze/ss
® Norminal Pressure(PSl): 250 Disc seal ring Brass/Bronze/ss
® Seal test: 3.44mpa
@ Shell test: 6.0mpa stem Brass/SS
" A A =y
Dimensions
Size DN Iz H1 H2 D D1
20 50 2159 3825 3205 165.1 127
2% 65 2413 4239 349.25 190.5 149.35
3 80 28245 4762 388.8 209.55 14453
a0 100 3048 5953 4826 254 200.15
6 150 403.35 806.4 638 3175 269.75
8 200 4191 10129 7937 381 330.2
10 250 457.2 1339.8 1060.4 4445 387.3
\__ 12« 300 5016 1524 11938 520.7 450.85

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
LEAN IN THE FUTURE 02



125LB Non Rising Stem Gate Valve
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Specifications

Basic standard

Main parts and materials

Part Name Material

® Design and manufacture: MSS SP-70 Body ASTM A126 B
® Face to face: ANSI B16.10
® Flange end: ANSI B16.1
® Test: MSS SP-70 Body Seal Ring Brass/ Bronze/SS
Disc Seal Ring Brass/Bronze/SS
® Size:2un-12n
® Norminal Pressure(PSl): 125
® Seal test: 1.41mpa Disc ASTM A126 B
o Shell test: 2.46mpa
® Suitable tempreature: <100C
® Suitable medium: water,steam Sl BrRgss
\ J \ J/
Dimensions
Size DN L D D1 b Zx® H 2]
2n 50 178 152 120.5 159 4x®19 290.5 230
2% 65 190 178 139.5 17.5 4x®d19 317 230
3n 80 203 19 152.5 19.1 4x®19 342 203
4n 100 229 229 190.5 239 8x®19 395.5 254
5n 125 254 254 216 239 8x®22 438 254
6n 150 267 279 2415 254 Bx®22 493 305
8n 200 292 343 298.5 286 8x®@22 299.5 355
10~ 250 330 406 362 302 12x®25 | 748.5 508
\ 12+ 300 356 483 432 318 12x®25 840 508/

250LB Non Rising Stem Gate Valve

Specifications

Basic standard

Main parts and materials

Part Name Material

@ Design and manufacture: MSS SP-70 Body ASTM A126 B
® Face to face: ANSI B16.10
® Flange end: ANSI B16.10 Body Seal Ring Brass/ Bronze/SS
Feature Disc Seal Ring Brass/Bronze/SS
® Norminal Pressure(PSI): 250 Disc ASTM A126 B
® Seal test: 3.44mpa
&-Swengihs6.0mm Stem Brass/SS
\_ / \_ J
Dimensions
Size E H D D1
2 50 2159 165.1 127
2w 65 2413 190.5 149.35
3n 80 28245 209.55 144.53
44 100 3048 254 200.15
6u 150 403.35 3175 269.75
g 200 419.1 381 330.2
10~ 250 457.2 4445 3973
N 12¢ 300 501.6 520.7 450.85 J

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
YUANDA VALVE 03
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AWWA/ANSI 250PSI Non-rising Stem Resilient Seated Gate Valve

Specifications

Basic standard

@ Design : AWWA C515/C509
o Face to face : ANSI B 16.10
o Flanges : ASME B 16.42

® Hydraulic test to AWWA C509

Feature
@ Seat Test Pressure:250 Psi

® Shell Test Pressure:500 Psi
| ® Operating torque test

Main parts and materials

Part Name Material

Body DI ASTM A536 65-45-12
Stem SS/Bronze/Brass
Disc DI+EPDM ASTM A536

\_ 65-45-12+EPDM 0

J
Dimensions

SIZE B g " " " » » -
ITEM 2-1/2 3 4 5 6 8 10 12

L 190 203 229 254 267 292 330 356

H 255 289 323 386 420 520 628 725

D1 139.5 1525 | 1905 216 2415 | 2985 362 432

N-© 4-19 4-19 8-19 8-22 8-22 822 | 1225 12-25
L OA 220 250 280 300 350 380 450 450

AWWA/ANSI 250PSI Rising Stem Resilient Seated Gate Valve

Specifications

Basic standard

© Design./AWWA C515/C509

e Face to face'ANSI B 16.10

o Flanges:ASME B 16.42

® Hydraulic test to AWWA C509

® Seat Test Pressure:250 Psi
® Shell Test Pressure:500 Psi
" ® Operating torque test

Main parts and materials

Part Name Material

Body DI ASTM A536 65-45-12
Stem SS/Bronze/Brass
Disc DI+EPDM ASTM A536

. 65-45-12+EPDM y,

Dimensions
L 178 190 203 229 254 267 292 330 356
280 310 370 428 532 590 735 908 1150
\ DA 180 220 250 280 300 350 380 450 450 ¥,

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.

LEAN IN THE FUTURE 04
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125/250LB Globe Valve

Specifications Main parts and materials
Basic standard Part Name Material
® Face to face: ASME B16.10 Body ASTMA126 B
® Flange end: ASME/ANSI| B16.1
® Test MSS SP-70 Body Seal Ring i
Feature
Disc Seal Ring Brass/Bronze/SS
® Norminal Pressure(PSl): 125/250
® Suitbk temperature: <100C
@ Seal test 1.41mpa/1 38mpa tiee MIMARSR
® Shell test: 2.46mpa/6.0mpa
® Suitable medium: steam,water Stem Bronze/Brass/SS
ke W, 2 2
125LB Dimensions
L) B L D P 3 D
2n 50 | 203 152 1205 | 159 4x019 231 2488 180
2% | 65 | 216 178 1395 | 175 Ax®19 2415 2625 180
! 3 80 | 241 191 1525 | 191 Ax®19 2587 2895 180
s 4» | 100 | 292 229 1905 | 239 8x019 3108 3516 250
5n | 125 | 330 254 216 | 239 8x022 350.7 405 250
/ ] | 6 | 150 | 356 279 2415 | 254 8x®22 3947 4625 300
| { i3 8v | 200 | 495 343 2985 | 286 8x022 4615 5545 360
[rﬁ { (10~ | 250 | 622 406 362 | 302 | 12x025 541 6275 400 )
4 % 250LB Dimensions
o N  laldd ] Size DN L D D1
" 50 266.7 165.1 106.43
25# 65 292 1 190 5 125 48
74 3 80 3176 209.55 14453
=k 40 100 355.6 254 176.28
s 4 6 150 4445 3175 246.13
ke 8 200 553.4 381 30321 )
Specifications Main parts and materials
Basic standard Part Name Material
® Face to face: ANSI B16.10(150Ib) Body ASTM A126 B
® Flange end: ANSI B16.5(150lb)
® Test MSS SP-T1 Body Seal Ring Brass/ Bronze/SS
Feature Disc Seal Ring Brass/Bronze/SS
® Norminal Pressure(PSI): 125 Disc ASTM A126 B
@ Suitable medium: water,oil steam
@ Seal test: 1.37mpa Shaft ss
@ Shell test: 2. 4mpa o W,
L J/
Dimensions
Size I DK D b n-d H
20 203.2 121 152 159 419 113
2% 2159 140 178 175 419 133
3 2413 152.5 190 19 4-19 144
I 292 190.5 2286 24 819 168
5u 330.2 2159 264 234 822 198
6 355.6 241 2794 254 822 217
B 495 298.5 343 30 8-22 261
107 622 362 406.4 31 12-25 287
120 698.5 432 483 318 1225 319
14n 787 476 533 35 12-29 443
16 914 540 597 3656 16-29 5955 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
YUANDA VALVE 05
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250LB Swing Check Valve

Specifications Main parts and materials
Basic standard Part Name EICHE]
® Face fo face: ASME B16.10 Body ASTM A126 B
® Flange end: ANSI B16.1
® Test: MSS SP-71 Body Seal Ring Brass/ Bronze/SS

Feature Disc Seal Ring Brass/Bronze/SS

® Norminal Pressure(PSl): 250

Disc ASTM A126 B
o Seal test: 3.44mpa
Shell test: 6.0 Shaft SS
kL, R 4 N J
Dimensions
Size DN L D D1
20 50 266.7 165.1 106.43
2% 65 292.1 1905 125.48
3 80 3175 209.55 14453
4n 100 355.6 254 176.28
61 150 4445 375 246.13
L 8 200 5534 381 30321 )

Specifications Main parts and materials
Basic standard Part Name Material
® Flange end: ANSI B16.1 Body ASTM A126 CLB
Feature Screen 5304

® Norminal Pressure(PSI): 125

® Shell test 2. 4mpa Bonnet ASTM A126 CL.B

@ Suitable temperature: -10-200C

® Suitable medium: water,oil steam Plug ASTM 1035

A3 P,

Dimensions

Size L D D1 b Zxdd H

2n 223 152 121 16 4x®19.1 163
2% 273 178 139.5 17.5 4x®19.1 194
3n 292 190 152.5 19.1 4x®19.1 216.5
4 352 228 190.5 24 8x®19.1 270
S5 416 254 2159 24 Bx®22 4 321
6u 470 279 2415 254 B8x®22 4 373
8 543 342 298.5 28.5 8x®22.4 450
10« 660 406 362 30 12x025.4 527
\_ 12+ 762 483 432 318 12x025.4 6075 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
LEAN IN THE FUTURE 06



ANSI Ball Valve

Specifications Main parts and materials
® Design and manufacture: ANSIB16.1 Body Cast Iron ASTM A126CL.B
® Face to face: ANSI 16.10
@ Flange end: ANSI 16.1 Stem Stainless steel 2Cr13
® Test API598
Ball Stainless steel 304
Seat PTFE
® Norminal Pressure(PS): 125 \ =
@ Seal test: 1.38mpa
@ Shell test: 2 41mpa )
Dimensions
= d D R D
an 15 108 89 60.5 35 97 4-016 1.6 78 130
g v 20 117 98 6 70 43 105 4-016 16 113 160
1" 25 127 108 795 51 11.2 4-016 16 107 160
ar 32 140 17 89 63.5 12.7 4-016 16 113 160
1y v 40 165 127 98.5 732 14.2 4-016 1.6 130 250
2n 50 178 152 120.5 92 159 4-019 1.6 146 250
2w 65 190 178 139.5 104.7 17.5 4-019 1.6 176 350
3 80 203 191 152.5 127 19.1 4-019 16 222 350
4n 100 229 229 1905 1572 239 B-®16 16 222 400
b 125 356 254 216 186 24 8-022 16 250 600
6n 150 394 279 2415 216 254 8-©22 1.6 275 600
\ 8~ 200 457 343 298.5 270 285 8-©22 16 P,

YUANDA product specifications in this catalogue is provided for reference only.

YUANDA have the right to change or modify product design, construction, specification or materials.

YUANDA VALVE 07
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PN10/16 Resilient Seated Non Rising Stem Gate Valve

Specifications

Basic standard

Main parts and materials

Part Name Material

® Design and manufacture: DIN 3352 Body GGG
@ Face fo face: DIN3202 F4/F5
@ Flange end: BS EN1092-2:1997 Disc GGG50+NBR/EPDM
Stem nut Brass
® Norminal Pressure (mpa): 1.0/1.6
® Seal test(water). 1.1/1.76mpa Stem 2cH3
® Shell test(water): 1.5/2.4mpa
@ Suitable temperature: -10-80°C
@ Suitable medium: water P L Bonnet GGG50 )

Dimensions
D D1 zxdd W
10MPa 16MPa 10MPa 16MPa 1.0MPa 16MPa
50 | 150 250 165 125 99 | 19 4-019 200
65 170 | 270 180 145 118 | 19 4-919 200 232
B0 180 | 280 200 160 132 ] 19 B8-®19 200 264
100 190 | 300 220 180 156 | 19 8-019 240 320
125 200 | 325 250 210 184 | 19 8-19 260 362
150 210 | 350 285 240 211 | 19 8-023 280 | 408
200 230 | 400 340 295 266 | 20 8-023 12-023 | 320 509
250 | 250 450 405 350 355 319 | 22 | 12-®23 | 12-@28 | 360 599
300 | 270|500 460 400 410 370 | 245 12-023 | 12-028 | 400 | 694
350 290 | 550 520 460 470 429 |26.5| 16x®23 | 16x®28 | 450 762
400 10| 600 580 515 525 480 | 28 | 16x®28 | 16x®3 450
450 330 | 650 615 640 565 585 548 | 30 | 20x®28 | 20x®31 | 640 57
500 350 | 700 670 715 620 650 609 |315| 20xd28 | 20xd34 | 640 | 1036
\_ 600 390 | 800 780 840 725 770 720 | 36 | 20x®31 | 20xD37 | 640 | 1188 /

PN10/16 Resilient Seated OS &Y Gate Valve

Specifications Main parts and materials
Basic standard Part Name Material
® Design and manufacture: DIN3352 Body GGG50
® Face fo face: DIN3202 F4/F5
® Flange end: EN1092-2 PN10/PN16
e Test: ISO 5208 Wedge GGG50/EPDM
® Norminal Pressure (mpa): 1.0/ 1.6
@ Seal test(water). 1.1/ 1.76mpa Bonnet GGG50
® Shell test(water): 1.5 / 2.4mpa
® Suitable temperature: -10-80'C
® Suitable medium: water Stem nut Brass
X S N B

Dimensions
D D1 n-d
1.0MPa  16MPa 1.0MPa 1.6MPa 1.0MPa  1.6MPa
50 150 250 312 4-19
| 65 170 270 185 145 337 4-19
80 180 280 200 160 403 819
100 190 300 220 180 434 8-19
125 200 325 250 210 536 8-19
150 210 350 285 240 577 823
200 230 400 340 295 630 8-23 12-23
250 250 450 405 350 | 355 862 12-23 12-28
\__300 270 500 465 400 | 410 991 12-23 12-28 /

‘YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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Specifications Main parts and materials
Basic standard Part Name Material

® Design and manufacture: DIN 3352 Body GG25/GGG50

® Face to face: DIN 3202 FAF5

® Flange end: DIN 2532 PN10/PN16 Seal Ring 2Cr13/304/Brass

® Norminal Pressure (mpa): 1.0/1.6 Disc GG20

® Seal test: 1.1mpa/1.76mpa

® Strength: 1.5/2.4mpa Stem 2Cr13

@ Suitable temperature: <100C

# Suitable medium: water,oil,gas Bonnet GG25/GGGS50
A\ >y | 0 7
Dimensions

H D1

10kg | 16kg
4919
4-019
8019
220 180 156 242 8019
260 | 210 184 26-2 8019
285 240 211 26-2 8-023
340 | 295 266 | 20-2 | 302 | 8-023 2023
405 | 350 | 355 | 319 | 22-2 | 322 | 12-023 2-028
460 | 400 | 410 | 370 | 322 | 322 | 12-023 | 12-028

PN10/16 Metal Seated OS &Y Gate Valve

Specifications Main parts and materials
Basic standard Part Name Material
® Design and manufacture: DIN 3352 Body GG25/GGG50
® Face to face: DIN 3202 FA/F5
® Flange end: DIN 2532 PN10/PN16 Seal Ring 2Cr13/304/Brass
® Norminal Pressure (mpa): 1.0/1.6 Disc GG20
@ Seal test: 1.1mpa/1.6mpa
® Shell test: 1.5mpa/2.4mpa Stem 2Cr13
® Suitable temperature: <200C
L @ Suitable medium: water,steam L Bonnet GG25/GGGS50
V4
Dimensions
H D1
10kg 16kg
50 150 | 250 | 294 305 | 165 125 99 20-2 4-019
65 170 | 270 | 333 345 | 185 145 118 20-2 4-019
80 180 | 280 | 383 397 | 200 160 132 22-2 8019
100 190 | 300 | 494 463 | 220 180 156 24-2 8019
125 200 | 325 | 522 536 | 250 210 184 26-2 8019
150 210 | 350 | 598 614 | 285 240 211 26-2 8-023
200 230 | 400 | 729 760 | 340 295 266 | 20-2 | 302 | 8023 | 12-023
250 250 | 450 | 880 921 | 405 | 350 | 355 | 319 | 222 | 322 | 12-023 | 12-028
\___300 270 | 500 | 1046 | 1074 | 460 | 400 | 410 | 370 | 32-2 | 32-2 | 12-923 | 12-®28 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or medify product design, construction, specification or materials.
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PN10/16 Globe Valve

Specifications Main parts and materials
Basic standard Part Name Material
@ Design and manufacture: DIN 3356 Body GG25/GGG50
® Face to face: DIN3202-F1
® Flange end: DIN 2533 PN16 cia —
Nut Carbon Steel

® Norminal Pressure (mpa): 1.6mpa

@ Seat test: 1.8mpa
Bonnet GG25/GGE50
® Shell test 2 4mpa ne

@ Suitable temperature: <200T

® Suitable medium: water,oil steam Handwheel GGG40
% S . 9 &
Dimensions
DN L D D1 D2 b-f Zxd w
15 130 95 65 46 14-2 4x14 96
20 150 105 75 56 16-2 4x14 96
25 160 115 85 65 16-2 4x14 120
32 180 140 100 76 18-2 4x19 140
40 200 150 110 84 18-2 4x19 140
50 230 165 125 99 20-2 4x19 200
65 290 185 145 118 20-2 4x19 200
80 310 200 160 132 22-2 8x19 240
100 350 220 180 156 242 8x19 280
125 400 250 210 184 26-2 8x19 360
150 480 285 240 211 26-2 8x23 360
__ 200 600 340 295 266 30-2 12x23 400 )
Specifications Main parts and materials
Basic standard Part Name Material
® Design and manufacture: DIN 3356 Stem SS8304
® Face to face: DIN3202-F1
® Flange end: BS EN1092-2:1997
Bellow $S304
Feature
Bonnet GG25/GGG50

® Norminal Pressure (mpa): 1.6
® Seal test: 0. 6mpa Disc 55420
® Shell test: 2.4mpa

@ Suitable temperature: <200T

® Suitable medium: water,oil steam Body GG25/GGG50
\ J \. J
Dimensions
E D D1 D2 b-f Zxd
130 95 65 46 14-2 4x14
150 105 75 56 16-2 4x14
160 115 85 65 16-2 4x14
180 140 100 76 18-2 4x19
200 150 110 84 182 4x19
230 165 125 99 20-2 4x19
290 185 145 118 20-2 4x19
310 200 160 132 222 8x19
350 220 180 156 24-2 8x19
400 250 210 184 26-2 8x19
480 285 240 211 26-2 8x23
600 340 295 266 30-2 12x23 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or maternials.
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YUANDA VALVE

PN10/16 Piston Valve

Specifications Main parts and materials
Part Name Material
& Nominal Pressure (mpa): 1.6 Boay GGE2A/GGGESD
8:Seal lesi{vaier): 1.ompa Bonnet GE25GEES0
® Shell test(water): 2 4mpa
® Suitable femperature: 0.200T . 213
@ Suitable medium: waler steam,oll Plunger ZG2Crn3
LN S
Dimensions
DN L D D1 D2 b-f Z-bd H1 H2 w
15 130 95 65 45 14-2 | 4-014 130 156 | 80
20 150 105 75 55 %2 | 4014 138 166 80 |
75 60 115 a5 75 62 | 4014 51 182__| 100
32 180 135 100 /8 18-2 Fo18 160 194 120
40 200 145 110 85 18-2 4018 178 216 155
— 50 230 160 125 100 | 192 | 4-018 204 250 | 195
65 290 160 145 120 19-2 4-018 236 293 235
80 310 195 160 135 | 212 | B-018 248 300 | 270
100 350 215 180 155 232 8-018 248 300 270
125 400 245 | 210 185 | 252 | 8018 354 455 | 360
150 480 280 | 240 | 210 | 272 | 8023 an 530 | 360
\_ 200 600 335 295 265 29-2 12-023 410 529 400 /

PN10/16 Lift Check Valve

Specifications Main parts and materials
Basic standard Part Name Material
® Face to face: DIN3202-F1 Body GG25/GGG50
® Flange end: BS EN1092-2:1997
o GG25/GGGS0
=
® Nominal Pressure (mpa): 1.6 Seatring e
® Seal lesl(waler): 18mpa - T
® Shell test(water). 2.4mpa Spring
* Suitable mperam: 0-200T S5420(DN15 DN50YCG26+
L ® Suitable medium: water steam,oll ) L Disc+Disc ring SS420(DNGS-DN200)
Dimensions
DN E D D1 D2 b-f Z-¢d
15 130 95 65 46 14-2 4-014
20 150 105 i 56 16-2 4-014
25 160 115 85 65 16-2 4-014
32 180 140 100 76 18-2 4-019
40 200 150 110 84 18-2 4-019
50 230 165 125 99 20-2 4-019
65 290 185 145 118 20-2 4-019
80 31 200 60 132 222 3010
100 350 220 80 156 24-2 8-019
125 40 250 210 184 26-2 8-019
150 480 285 240 211 26-2 8-023
\. 200 600 340 295 266 30-2 12023 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify producl design, construction, specification or malerials.
LEAN IN THE FUTURE 12



PN10/16 Threaded Y Strainer

Specifications Main parts and materials
Part Name Material
& Norminal Pressure (mpa): 1.6 Body GG25
® Snell(water): 2.4mpa Screen 55304
® Suitable tfemperature’ -10-200C Gaskel Non-asbestos
® Suitable medium: waler oil, sleam k Bonnet GG25 )
Dimensions
DN L H
15 85:2 66
20 100£2 66
25 120£2 75
32 140+2 77
40 160£2 90
. 50 250:2 98 J
Specifications Main parts and materials
Basic standard Part Name Material
® Face to face: DIN3202-F1 Body GG25
® Flange end DIN2532/2533
s s
& Norminal Pressure (mpa). 1.6 Gasket Steel+Graphite
® Shell test: 2.4mpa
@ Suitable temperature: -10-200T
® Suttable medium: water oil steam Bonnet GG25
X / N J
Dimensions
DN D) D1 D2 b-f Zxd
15 95 65 46 14-2 4x14
20 150 105 75 56 16-2 4ax14
25 150 115 8 55 62 x4
32 180 140 100 76 18-2 4x19
40 200 150 110 84 18-2 4x19
50 230 165 125 99 20-2 4x19
65 290 185 145 118 20-2 4x19
80 310 200 160 132 222 819
100 350 220 180 156 24-2 B8x19
125 400 250 210 184 26-2 8x19
150 480 285 240 211 26-2 8x23
200 600 340 295 266 30-2 12x23
250 730 405 355 319 32-2 12x28
300 850 460 410 370 32-2 12x28
350 980 520 470 429 36-2 16x28
\__ 400 1100 580 525 480 38-2 16x31 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify producl design, conslruction, specification or materials.
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PN10/16 B-type Flanged Y strainer

Specifications Main parts and materials
Basic standard Part Name Material
® Face to face: DIN3202-F1 Body GG25
® Flange end: DIN2532/2533
Feature Filter §8304
. thd Pressure (mpa): 1.6 Gasket 08+Graphite
® Testing(Water): 2.4mpa
#® Suitable temperature: -10~200T
® Suitable medium: oil gas,water Bonnet GG25
o ® A i
Dimensions
DN B D D1 D2 b-f Zxdd L1 L2
50 230 165 125 © 99 20-3 4xD19 102 1405
65 290 @185 D145 o118 203 4019 112 161
80 310 ©200 ©160 132 223 8x019 138 184
100 350 220 @180 156 243 8x®19 165 222
125 400 ®250 @210 184 26-3 8x®19 191 257
150 480 ®285 @240 @211 26-3 8x123 214 290
200 600 @340 @295 ©266 30-3 12x023 275 363
250 730 405 ©355 ©319 323 12x028 330 434
\_ 300 850 460 @410 ®370 323 12x®28 387 542

PN10/16 Swing Check Valve

Specifications Main parts and materials

Prtame ot

® Design and manufacture: BS EN 12334 Body GG25
® Face to face: DIN3202-F6
® Flange end: DIN2531/2532/2533 Seat Brass/SS

Feature . -
Disc Seal Ring Brass/SS

@ Norminal Pressure (mpa). 1.6

® Shell test: 2. 4mpa Disc GG25
® Seal test: 1.8mpa
# Suitable temperature: =200 Bonnet GG25
\, J . J
. Dimensions
SSSSRSNN
o H —_— DN L D D1 D2 b-f Zxd H
% ) 50 200 165 125 99 20-2 4x19 115
/ 65 240 185 145 118 20-2 4x19 130
: 80 260 200 160 132 22-2 8x19 147
100 300 220 180 156 24-2 8x19 166
| 125 350 250 210 184 26-2 8x19 188
150 400 285 240 211 26-2 8x23 217
\____ 200 500 340 295 266 30-2 12x23 275 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, consfruction, specification or materials.
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PN10/16 Ball Valve

7
7

(4

Y

Specifications Main parts and materials
Basic standard Part Name Material
® Design and manufacture: DIN3357 Body GG25
@ Face to face:
® DN15-DN100: DIN3202 F4
® DN125-DN250:DIN3202 F5 Bonnet GG25

@ Flange end: EN 1092-2 PN16

Feature Ball 55420/SS304

® Norminal Pressure (mpa): 1.6
@ Shell test(water): 2.5mpa Seat PTFE
@ Seal test(water): 1.8mpa
® Seal test(air): 0.6mpa

® Suitable temperature: -10C-150T S SEAAVERI4
L v - >
Dimensions
DN d L D G R b N h E U os
15 15 115 95 65 45 14 4 14 42 M5 9
20 20 120 105 75 58 16 4 14 42 M5 9
25 25 125 115 85 68 16 4 14 42 M5 12
32 32 130 140 100 78 18 4 19 50 MG 12
40 40 140 150 110 88 18 4 19 50 M6 14
50 50 150 165 125 102 20 4 19 70 Ma 17
65 65 170 185 145 122 20 4 19 102 M10 19
80 80 180 200 160 138 22 8 19 102 M10 19
100 100 190 220 180 158 24 8 19 102 M10 22
125 126 325 250 210 188 26 8 19 125 M12 27
150 150 350 285 240 212 26 8 23 140 M16 7
200 | 200 | 400 | 340 | 295 | 268 | 30 2 23 [ 165 | M20 | 30 |
\_ 250 250 450 405 355 320 32 12 27 165 M20 33 )

PN10/16 Angle Globe Valve

Specifications Main parts and materials

Basic standard Part Name Matenal

® Design and manufacture: DIN3356
Body GG25
® Face to face: DIN3202 F32
@ Flange end: DIN2533 PN16 -
o Test: ISO 5208 Dise CEr ]
Feature Stem 55410
@ Seal test(water): 1.8mpa Bonnet GG25
® Shell test(water): 2.4mpa
® Suitable temperature: 0-120C
® Suitable medium: water,vapour,oil Stem Nut Brass
L8 o L J
Dimensions
o D D1 D2 b n d H
90 a5 65 45 14 4 14 200
95 105 75 58 16 4 14 220
100 115 85 68 16 4 14 225
105 140 100 78 18 4 18 250
115 150 110 88 18 4 18 270
125 165 125 102 20 4 18 290
145 185 145 122 20 4 18 320
155 200 160 138 22 8 18 365
175 220 180 158 24 8 18 410
200 250 210 188 26 8 18 460
225 285 240 212 26 8 22 525
275 340 295 268 30 12 22 685
325 405 355 320 32 12 26 830
375 460 410 378 32 12 26 925 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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PN10/16 Socket End Resilient Seated Non Rising Stem Gate Valve

Specifications Main parts and materials
Basic standard Part Name Material
® Design and manufacture: DIN3352 Body GGGS50
® Face to face: DIN 3205 F5/DIN EN558-1
@ Test: ISO 5208 Disc GGGS50+EPDM/NBR

= =

© Norminal Pressure (mpa): 1.6

@ Shell test(water): 2.4mpa Bonnet GGG50
® Seal test(water): 1.8mpa
@ Suitable temperature: <80°C Sealing Ring PTFE
\ " \. A
Dimensions
DN 1 L1 D H
50 250 75 63 250
& 65 270 87 75 286
= 80 280 87 90 335
100 355 87 110 37
150 405 120 160 468
o 200 450 135 2001225 572
e 250 500 150 250 658
Ky % 300 500 150 315 758 ¥,
[JAA

L

PN10/16 Wafer Check Valve

Specifications Main parts and materials
® Face to face: EN558-1 SERIES 16 EPDM
® Flange end:
st o soor | owtercaston

Feature Disc GGG50/SS304/316

® Nominal Pressure (mpa): 1.0/1.6

® Seal test(water): 15bar / 24bar Stem SRR
® Shell test(water): 11bar/ 17.6bar
® Suitable medium: water Spring 55420304
L = AN > 4
Dimensions
DN D D1 D2 L R t
40 91 57 35 43 258 19
50 107 65 a0 43 27 18.4
65 127 80 60 46 35 19.8
80 142 94 70 64 42 277
100 162 117 88 64 50 277
125 192 145 115 70 64 303
150 218 171 134 76 77 316
200 273 224 182 89 1025 329
250 328 265 220 114 125 505
300 378 310 260 114 146 433
350 437 360 298 127 170 453
400 488 410 350 140 195 523
450 539 450 385 152 215 58.2
500 594 505 438 152 238 583
600 695 6245 538 178 292 746
N 700 810 720 662 229 345 98 J

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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YUANDA VALVE

Specifications Main parts and materials
Basic standard Part Name Material
® Flange end: JIS B 2239/KS B1511 Body Cast iron
Feature ,
Bonnet Cast iron
® Norminal Pressure: 10K
® Seal test(water): 1.6mpa
® Shell test(water): 2.1mpa . ]
# Suitable temperature: s120C
® Suitable medium: water steam Seal ring Brass/Stainless steel

~
.

Dimensions
DN L D D1 b Z-¢d
50 180+15 155 120 20 4-019
65 190+1.5 175 140 22 4-019
a0 200+1.5 185 150 22 8-019
100 230+1.5 210 175 24 8-@19
125 250+1.5 250 210 24 8-023
150 270:15 280 240 26 8-023
200 290+1.5 330 290 26 12-023
250 330£1.5 400 355 30 12-025
'3 300 350+3 445 400 32 16-025 2
10K Non Rising Stem Gate Valve
Specifications Main parts and materials
Basic standard Part Name Matenal
® Flange end: JIS B 2239/KS B1511 Body Cast iron
Feature
Bonnet Cast iron

® Norminal Pressure: 10K

® Seal test (water): 1.6mpa Stem $5420
@ Strength test{water): 2.1mpa
@ Suitable temperature: =120C
® Suitable medium: water,oil,gas

Seal Ring Brass/Stainless steel

-~
A

Dimensions
DN L+1.5 b Zxdd P 1 w H
40 180 20 4x@19 105 @140 190 2485
50 180 20 4x019 ©120 155 ©190 2615
65 190 2 4x019 ©140 @175 ©190 286
80 200 2 8x019 150 @185 210 325
100 230 24 8x019 175 @210 ©240 815
125 250 24 8x023 ©210 250 260 417
150 270 2 8x023 ©240 280 270 4657
200 290 2 12x@23 ©290 @330 ©300 563.5
250 330 30 12x®25 ©335 400 350 665

\___300 350 32 16x25 ©400 445 ©390 780 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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10K Swing Check Valve
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RN

Specifications

Basic standard

@ Flange end: JIS B 2239/KS B1511

Feature

® Norminal Pressure: 10K

® Seal test(water): 1.6mpa

® Shell test(water): 2.1mpa

® Suitable temperature: 200T
@ Suitable medium: water,steam

Main parts and materials

Part Name Material

Body Cast Iron
Seal ring Brass/Stainless steel
Disc Cast Iron
Stem 58420
Bonnet Cast Iron )

Dimensions
DN L D D1 b Zxdd Hmax Hmin ¢
50 200 155 120 20 4xD19 238 221 180
65 220 175 140 2 4x019 265 239 190
80 240 185 150 2 8x®19 300 269 210
100 290 210 175 24 8x®19 353 312 240
125 360 250 210 24 Bx023 4135 3535 260
150 410 280 240 26 Bx023 483 393 270

\__ 200 500 330 290 26 12x023 | 5515 4635 350 )

Specifications

Basic standard

Main parts and materials

Part Name Material

® Flange end: JIS B 2239/KS B1511 Body Cast Iron
Feature Seal ring Brass/Stainless steel
® Norminal Pressure: 10K Disc Cast Iron
@ Seal test(water): 1.6mpa
® Shell test(water): 2.1mpa Hinge Cast Iron
@ Suitable temperature: -10~85T
@ Suitable medium: warter L Pin 304 )
Dimensions
DN E D D1 b Zxdd
— funas] 40 190+1.5 140 105 17 4-019
N pS i 50 190+1.5 155 120 17 4-019
A 65 190+1.5 175 140 18 4-019
7 80 215+1.5 185 150 19 8-019
100 245+1.5 210 175 20 8-019
125 285+1.5 250 210 2 B8-023
S— 150 29522 280 240 21 8-023
Cnos 200 390:2 330 290 2 12-023
[ 250 500+2 400 355 25 12-025
+4 300 540+3 445 400 28 16-025
ou Al 350 57023 490 445 34 16-025
400 780+3 560 510 36 16-027
B \___ 500 820+3 675 620 40 20-027

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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10K Vertical Check Valve

Specifications Main parts and materials
Basic standard Part Name Material
@ Design and manufacture: KS B 2350 Body Cast Iron
® Face to face: KS B 2350
® Flange end: KS B 1511/JIS Seat Brass
® Test KS B 2304
O-i NBR
=
Disc ri NBR
 Nominal Pressure: 10K il
® Seal test(water): 1.6mpa Disc T
® Shell test(water): 2.1mpa
® Suitable temperature: -10~85T Stem 55420
® Medium: water \_ y
N By,

Dimensions
DN L A B [ 64 nxd = W
40 162 @40 @105 ©140 4x®19 18 @68
50 183 ©50 ©120 155 4x®19 18 ©68
65 195 ©65 @140 175 4x®19 18 ©68
80 210 @80 @150 ©185 8x®19 20 68
100 215 ©100 @175 ©210 8x019 22 ©68
125 255 125 ©210 ©250 8x023 22 ©68
150 275 ©150 @240 280 8x®23 23 ®68
200 390 @200 ®290 ©330 12x®23 24 ®85
250 410 ©250 ©355 ©400 12x®25 28 ©85
\___ 300 495 ©300 D400 D445 16x@25 28 ®85  J

10K Reduced Bore Ball Valve

Specifications Main parts and materials

Basic standard Part Name Material
sy cat b

Feature

Seat Ring PTFE
® Norminal Pressure: 10K

® Seal test(water): 1.6mpa Ball 85304
® Shell test(water): 2.1mpa

Stem 2cr13
® Temp( C): -10-200
® Suitable medium: water,steamoil L Gasket PTFE
A
Dimensions
DN I D D1 b Z-dbd
40 165415 140 105405 195" 4-019
50 180+15 155 120105 20 4-019
65 192+15 175 140205 205° 4-019
80 200415 185 15005 215 8-019
100 23015 210 175+05 22 8-019
125 265415 250 210:05 22" 8-023
150 27715 280 240:05 23" 8-023
\_ 200 340415 330 29005 263" 12023 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify p: design, cc ion, specification or materials.
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10K Y Strainer

Specifications Main parts and materials

Basic standard Part Name Material
@ Flange end: JIS B 2239/KS B1511 Body ek
Feature

® Norminal Pressure: 10K Bonnet Cast Iron

® Shell test(water): 2.0mpa

® Suitable temperature: -10-220°C

® Suitable medium: water,steam,oil L RaE. e J

Dimensions
DN B D D1 Zxdd b
40 195 140 105 4-019 17
50 195 155 120 4-019 17
65 205 175 140 4-019 18
80 252 185 150 8-019 19
100 277 210 175 8-019 20
125 307 250 210 823 21
150 335 280 240 8-023 21
200 475 330 290 12-023 22
250 660 400 355 12-025 30
300 750 445 400 16-025 35
350 810 490 445 16-025 32
400 905 560 510 16-027 36
1N 500 1100 675 620 20-027 40 Y,

Specifications

Main parts and materials

Basic standard Part Name Material
® Flange end: KS B 1511018 Body Cast Iron
Feature Disc Cast Iron
® PN: 10K y
® Shell test(water): 2.1mpa Dec Ring NBR
® Suitable temperature: =80(C) =
® Suitable medium: water L. C-ng NER y
Dimensions
DN D D1 Zxdd H il
50 D155 120 4x019 162 14
65 ®175 ©140 4019 167 14
80 ©185 ®150 8x019 177 16
100 210 D175 <019 206 18
125 ®250 ®210 8x023 256 20
N 150 D280 ©240 8023 302 20 -

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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PN10/16 OS &Y Metal Seated Gate Valve

Specifications

Main parts and materials

Basic standard

Part Name Material

» Design and manufacture: BS 5163 Body Castiron
#® Flange end: BS 4504
® Face to face: ISO 5752-3 2
® Test BS 5146 Bonnet Cast iron
« Norminal Pressure (mpa): 1.6 D
® Seal test 1.8mpa S T
@ Shell test: 2.4mpa
® Suitable temperature C: <100C = 83420
A 7 L J
Dimensions
DN E D D1 D2 b-f z<pd Hmax Hmin DO
50 178+2 165 125 102 20-3 4-18 334 2796 180
65 190+2 185 145 122 20-3 4-18 379.6 308.3 180
80 203£2 200 160 138 22-3 8-18 452 366.6 200
100 22912 220 180 158 24-3 8-18 5275 4175 250
125 254+2 250 210 188 26-3 8-18 620 4855 250
150 267+2 285 240 212 26-3 8-22 720 560.5 300
200 29242 340 295 268 30-3 8-22 930 715.6 360
250 330+2 405 355 320 32-3 12-26 1113.6 B49 360
\__ 300 356+3 460 410 378 32-4 12-26 1317 1003 450

Specifications

Basic standard

PN10/16 Non Rising Stem Metal Seated Gate Valve

Main parts and materials

Part Name

Material

@ Design and manufacture: BS 5163 Body Cast iron
@ Flange end: BS 4504
o Face fo face: ISO 5752-3 :
o Test: BS 5146 Bonnet Cast iron
Feature Disc Cast iron
@ Norminal Pressure (mpa): 1.6 Seal ring Brass/SS420
® Seal fest: 1.8mpa
# Shell test: 2.4mpa
@ Suitable temperature: =100C Stem $8420
. b AL /
Dimensions
1 D1 D2 b-f z-®d H [
125 102 20-3 4-019 264.6 180
145 122 20-3 4-019 296.2 180
80 20322 200 160 138 22-3 8-019 3303 180
100 229+2 220 180 158 24-3 8-019 387 250
125 25422 250 210 188 26-3 8-019 4155 250
150 267+2 285 240 210 26-3 8-023 4807 300
200 29242 460 205 268 30-3 8-023 585 360
250 330+2 405 355 320 32-3 12-028 706 400
A 300 356+3 340 410 378 324 12-028 807 400 /

YUANDA product specifications in this catalogue is provided for reference only.

YUANDA have the right to change or modify product design, construction, specification or materials.
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Specifications Main parts and materials
Basic standard Part Name Material
@ Design and manufacture: BS 5163 Body Ductile Iron
@ Flange end: EN 1092 PN10/16
® Face to face: BS 5163 Bonnet Ductile Iron
Feature Stem 2cm13
&/ Normial Frwssis (irpa). 1.6 Disc Ductile Iron+NBR/EPDM
® Seal test(water): 1.76mpa L J
® sheet test(water): 2.4mpa
@ Suitable temperature: -10-80C
| @ Suitable medium: water )
Dimensions
DN L D D1 D2 b f zd
50 178415 165 125 99 19 3 4-019
65 19022 185 145 118 19 3 4-019
80 20322 200 160 132 19 3 3-019
100 229+2 220 180 156 21 3 8-019
125 25422 250 210 184 2 3 8-019
150 267=2 285 240 211 22 3 8-023
200 202+2 340 295 266 23 3 12-023
250 330:3 405 355 319 26 3 12-028
300 35623 460 410 370 285 4 12-028
350 38123 520 470 429 265 4 16-028
400 4063 580 525 480 28 4 16-031
450 43243 640 585 548 30 4 20-031
500 45724 715 650 609 315 4 20-034
\___ 600 50824 840 770 720 36 5 20-037 )

PN10/16 Non Rising Stem Resilient Seated Gate Valve

Specifications Main parts and materials
Basic standard Part Name Material
 Design and manufacture: BS 5163 Body Ductile Iron
® Flange end: EN 1092 PN10/16
@ Face to face: BS 5163 Bonnet Ductile Iron
Feature Stem 2¢r13
' Norninal Fresalirs (). 1.0 Disc Ductile Iron+NBRIEPDM
® Seal test(water). 1.76mpa s
® sheet test(water): 2.4mpa
® Suitable temperature: -10-80C
® Suitable medium: water
ke, >
Dimensions
L D D1 D2 b f z-d
178215 165 125 99 19 3 4-019
19022 185 145 118 19 3 4-019
20322 200 160 132 19 3 8-019
22022 220 180 156 21 3 8019
25412 250 210 184 2 3 8-019
267=2 285 240 211 22 3 8-023
202:2 340 205 266 23 3 12-023
330:3 405 355 319 26 3 12-028
35623 460 410 370 285 4 12-028
38123 520 470 429 265 4 16-028
40623 580 525 480 28 4 16-031
43213 640 585 548 30 4 20-031
45724 715 650 609 315 4 20-034
50824 840 770 720 36 5 20-037 )

‘YUANDA product specifications in this catalogue is provided for reference only.
'YUANDA have the right to change or modify product design, construction, specification or materials.
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PN10/16 Globe Valve

Specifications

Basic standard

Main parts and materials

Part Name Matenal

@ Design and manufacture: BS 5152 Body Cast iron/Duciile iron
@ Flange end: BS 4504 PN10/16
Feature Bonnet Cast lron/Ductile Iron
@ Norminal Pressure (mpa): 1.6 Stem 20113
@ Shell test(water): 2.4mpa
® Seal fest(water): 1.76mpa
® Seal test(gas): 0.6mpa Sealing Brass
. J . A
Dimensions
DN L 1] 1 2 B C Zxdd Hmin Hmax
50 203 165 125 99 20 3 4x019 231 248.8
65 216 185 145 118 20 3 4x019 2417 262.5
80 241 200 160 132 22 3 8x019 258.7 2894
100 292 220 180 156 24 3 8x19 3108 351.6
125 330 250 210 184 26 3 8x®19 350.7 405
150 356 285 240 21 26 3 8x@23 3947 462.5
200 495 340 295 266 30 3 12x023 4615 554 5
\___ 250 622 405 355 319 32 3 12x028 541 6275 /

PN10/16 Swing Check Valve

%%

Specifications

Main parts and materials

® Face to face: BS 5153 Body Cast iron
® Flange end: BS4504 PN10/16
Bonnet Cast iron
Disc Cast iron
# Norminal Pressure (mpa): 1.6
® Shell test(water): 2.4mpa Sealing Brass
@ Seal test(water): 1.76mpa J
® Seal test(gas): 0.6mpa
\. v,
Dimensions
) @1 2 P3 L= BO*2% (04 Zxdd
50.8 a9 125 165 203.2 20 3 4xP19
63.5 118 145 185 215.9 20 3 4xP19
76.2 132 160 200 2413 22 3 8x®19
100 101.6 156 180 220 2921 24 3 8x19
125 127 184 210 250 330.2 26 A 8x®19
150 152.4 211 240 285 355.6 26 3 8x023
200 203.2 266 295 340 495.3 30 3 12x®23
250 254 319 355 405 622.3 32 3 12x®28
\__ 300 304.8 370 410 460 698.5 32 4 12028 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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PN10/16 Y-Strainer

Specifications Main parts and materials
Basic standard Part Name Material
® Flange end: EN1092-2:1997 PN10/16 Body Cast Iron
® Test: 1ISO5208
Bonnet Cast Iron
Feature
Screen §5304
® Norminal Pressure (mpa): 1.6 . J
® Strength test: 2.46mpa
@ Suitable medium: -10-200C
@ Suitable temperature: water,oil steam
A 4
Dimensions
DN L D D1 D2 b Zxdd
50 225 165 125 99 16 4x019
65 273 185 145 118 175 4019 |
292 200 160 132 19.1 *®19
100 352 220 80 156 24 *®19
125 416 250 210 184 24 <19
50 470 285 240 211 254 <023
200 543 340 295 266 285 %023
250 660 405 355 319 30 12%023
C 762 460 410 370 318 2028 )

PN10/16 Wafer Check Valve

—_—

/lﬁ//ﬁ’////%

]

]

i

ALY

Specifications Main parts and materials

Basic standard Part Name Material
® Face to face: EN558-1 SERIES 16 Seat EPDM
® Flange end:
ANSI125/150 DIN2205 PN10/16 s 2
BS4504 PN10/16 JIS10K Body Ductile iron/Cast iron
Feature Disc GGG50/S5304/316
® Norminal Pressure (mpa): 1.0/1.6
® Seal test(water): 15bar / 24bar Stem 58420304
@ Shell test(water): 11bar/ 17 6bar )
® Suitable medium: water Spring $5420/304
A o N S
Dimensions
DN D D1 D2 J R t
40 91 57 35 43 258 19
50 107 65 40 43 27 184
65 127 80 60 46 35 1938
80 142 94 70 64 42 277
100 162 17 88 64 50 217
125 192 145 115 70 64 303
150 218 1 134 76 77 316
200 273 224 182 89 1025 329
250 328 265 220 114 125 50.5
300 378 310 260 114 146 433
350 437 360 208 127 170 453
400 488 410 350 140 195 523
450 539 450 385 152 215 582
500 504 505 438 152 238 583
600 695 6245 538 178 202 746
\___ 700 810 720 662 229 345 98 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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100X Float Ball Valve

Specifications Main parts and materials
Basic standard Part Name Material
@ Flange end: BS4504 Body Ductile Iron
Bonnet i
Feature e
Stem 2Cr13
® Norminal Pressure (mpa): 1.6 Diaphragm Clamp Cast Iron
@ Seal test(water): 1.8mpa Diaph Rubber
® Shell fest(water): 2. 4mpa il ol u
® Suitable temperature: 0~80T Flat Gasket G Q235A
@ Suitable medium: water L Disc Cast lron P
Dimensions
DN L (] D1 2 Nx®3
50 203 a9 125 165 4x019
65 216 118 145 185 4x019
80 241 132 160 200 8x019
100 292 156 180 220 8x019
125 330 184 210 250 8x®19
150 356 211 240 285 8x@23
200 458 266 205 340 12x023
\____ 250 530 319 355 405 122028 )

200X Pressure Reducing Valve

» Specifications Main parts and materials
i Basic standard Part Name Material
Body R
Feature Bonnet Ehuc e fon
® Norminal Pressure (mpa): 1.6 Stem 2xn3
® Seal test{water): 1.8mpa Pressure Brass/304
@ Shell test(water): 2.4mpa Ruducing Vale
® Suitable temperature: 0~80T Needle Valve Brass/304
® Suitable medium: water 2 Ball Valve Brass/304 )
Dimensions
L. 03] o1 2 Nx®3
203 99 125 165 4x019
216 118 145 185 4019
241 132 160 200 8x019
292 156 180 220 8x019
330 184 210 250 8x019
356 211 240 285 8x023
258 266 205 34D 12x023
530 319 355 405 12x028 )

1 4 5-GATEVALVE
2+ STRAINER
3+ PRESSURE REDUCING VALVE

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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300X Slowly Closing Silencing Check Valve

Specifications Main parts and materials
Basic standard Part Name Matenial
s e
Feature Bonnet Ductile Iron
Stem 2Cr13
® Norminal Pressure (mpa): 1.6
@ Seal test: 1.8mpa Disc Cast Iron
& Sedllest: 2/4mpa Ball Valve Brass/304
® Suitable temperature: 0~80C
@ Suitable medium: water Check Valve Brass/304
A
Dimensions
L L] P1 b2 Nx®3
203 99 125 165 4x019
216 118 145 185 4019
241 132 160 200 8x019
292 156 180 220 8x@19
330 184 210 250 B8x®19
356 211 240 285 8x@23
458 266 295 340 12x023
530 319 355 405 12x028 )
GATE VALVE STRAINER 300X SLOWLY CLOSING GATEVALVE
SILENCING CHECK VALVE

Specifications
Basic standard

Main parts and materials

Part Name Material

e Flange end: BS4504 Body Ductile Iron
Feature Do il
Micro Strainer Copper Alloy
© Nominal Pressure (mpa): 1.6 .
Bonnet Ductile Iron
@ Seal test(water): 1.76mpa
@ Shell test(water): 2.4mpa Neadle Coppor Aloy
® Suitable temperature: 0~80C Pilot Assembly Part
® Suitable medium: water 9 Ball Copper Alloy
S
Dimensions
£ D D1 D2 N-&d b f
205 150 110 85 4-018 18 3
205 165 125 100 4-018 20 3
216 185 145 120 4-018 20 3
240 200 160 135 8-018 20 3
280 220 180 155 8-018 22 3
330 250 210 185 8-018 22 .|
360 285 240 210 8-023 24 3
420 340 295 265 12-023 24 =

YUANDA product specificafions in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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500X Pressure Relief Valve

Specifications Main parts and materials
Basic standard Part Name Material
ot =
Eodlivo Bonnet Ductile iron
Stem 2cr13
@ Norminal Pressure (mpa): 1.6 Disc Ductile Iron
® Seal test(water): 1.8mpa
@ Shell test(water): 2. 4mpa Ball Vaive Brass/304
@ Suitable temperature: 0~80C Pressure Relief Valve Brass/304
@ Suitable medium: water | Needle Valve Brass/304 )
Dimensions
DN L () o1 2 Nxd3
50 203 99 125 165 419
65 216 118 145 185 4xD19
80 241 132 160 200 axp19
100 292 156 180 220 8x®19
125 330 184 210 250 8x19
150 356 211 240 285 3x®23
200 458 266 295 340 12x®23
Y 250 530 319 355 405 12028 )

600X Hydraulic Electric Control Valve

PRESSURE
RELEASE VALVE

Specifications Main parts and materials
Basic standard Part Name Material
® Flange end: BS4504 Body Ductile Iron
Feature Bonnet Ductile Iron
. Stem 2Cr13
® Norminal Pressure (mpa): 1.6
® Seal test(water): 1.8mpa Disc Ductile Iron
 Shell test(water): 2. 4mpa Rubber Gasket 30%NR
® Suitable temperature: 0~80C Ball Valve Brass/304
@ Suitable medium: water Needle Valve Brass/304 ]
Dimensions
DN L b o1 2 Nx®3
50 203 99 125 165 4x019
65 216 118 145 185 4x019
80 241 132 160 200 8x019
100 202 156 180 220 8x019
125 330 184 210 250 8x019
150 356 211 240 285 8x023
200 458 266 205 340 122023
N 250 530 319 355 405 12=028 )
- e -
< T 1] LTH—
= 'y
— |
HAK :
GATEVALVE STRANER HYDRALLIC GATE VALVE
ELECTRIC CONTROL VALVE

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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700X Water Pump Control Valve

Specifications Main parts and materials
Basic standard Part Name Material
oute
Feature Bonnet Ductile Iron
Stem 2Cr13
® Norminal Pressure (mpa): 1.6 Rubber Gasket NBR
® Seal test(water): 1.76mpa Disc Ductiia Iron
@ Shell test(water): 2.4mpa Ball Brass
® Suitable temperature: 0~80C IR T
® Suitable medium: water e P
L A
Dimensions
PN16 Z-®d
DN L D D1 D2 PN1.6
50 205 165 125 100 4-18
65 216 185 145 120 4-18
80 240 200 160 135 8-18
100 280 220 180 155 8-18
125 330 250 210 185 8-18
150 355 285 240 210 822
200 420 340 205 265 1222
250 500 405 355 320 12-26
300 530 460 410 375 12-26
350 610 520 470 436 16-26
400 700 580 523 485 16-23
450 745 640 585 545 20-30
500 810 715 650 608 20-34
600 920 840 770 718 20-36
. 700 1195 910 240 788 2436 )

Specifications Main parts and materials
Basic standard Part Name Material
® Flange end: BS4504 Body Ductile Iron
Feature Bonnet Ductile Iron
1
® Norminal Pressure (mpa): 1.6 il 2(.2r 3
® Seal test{water): 1.76mpa Disc Dgmeion
@ Shell test(water): 2.4mpa Rubber Gasket 30%NR
® Suitable temperature: 0~80C Ball Valve Brass/304
® Suitable medium: water | Needle Valve Brass/304 )
Dimensions
DN L ¢ D1 ¢2 Nx®3
50 203 99 125 165 4x019
65 216 118 145 185 4x019
80 241 132 160 200 8x019
100 202 156 180 220 ax019
125 330 184 210 250 ax019
150 356 211 240 285 8x023
200 458 266 205 340 12x023
250 530 319 355 405 12x028 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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Main parts and materials

Basic standard Part Name Material

oo | o
Bonnet Ductile I
Feature =
- Stem 2Cr13
® Norminal Pressure (mpa): 1.6 Disc CabonSEel
& Seal fest(iater). 1.70mpa Rubber Gasket NBR
@ Shell test{water): 2.4mpa Ball Valve Brass
@ Suitable temperature: 0~80 C Needle Valve Brass
@ Suitable medium: water \ Strainer 304 )
g Dimensions
L PN16 Zxdd
DN L D D1 D2 PN1.6
50 205 165 125 100 4-18
65 216 185 145 120 4-18
80 240 200 160 135 8-18
100 280 220 180 155 8-18
125 330 250 210 185 8-18
150 355 285 240 210 8-22
200 420 340 295 265 12-22
250 500 405 355 320 12-26
300 530 460 410 375 12-26
350 610 520 470 436 16-26
400 700 580 523 485 16-23
450 745 640 585 545 20-30
500 810 715 650 608 20-34
600 920 840 770 718 20-36
9 700 1195 910 B840 788 24-36 /

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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PN10/16 Wafer and Lug Type Butterfly Valve with Pin

Specifications Main parts and materials
Basic standard Part Name Material
@ Face to face: ISO 5752/ APIS09/ DIN 3202 ;
Body Cast Iron/Ductile |
o Flange end: el
BS 10 Table DiTable E
DIN 2501 PN1D/PN16 , JIS 2220 5K/10K Disc Ductile Iron/SS304/SS316
BS 4504 PN10/PN16
ASME B16.1 Class 125 & B16.42 Class 150 -
1SO 7005-2 PN10/PN16 0O Ring NBR/EPDM/PTFE
Feature Stem 5542013047316
\ J
® Norminal Pressure (mpa): 1.0/1.6
® Seal test(water): 1.1/1.76mpa
® Shell test(water): 1.5/2.4mpa
- 5
Dimensions
- H
Size DiM A B e ®D1 @D3 PNID  PN16
DN40 (1.5%) 69 136 32 65 35.25 32
DN50 (27) 30 161 42.04 65 3525 32
DNE5 (2.57) 89 175 44.68 65 3525 32
DN80 (3 95 181 4521 65 3525 32
DN10D (47) 114 200 5207 90 5525 32
DN125 (57) 127 213 54 36 90 55.25 32
DN150 (67 139 226 55.75 90 55.25 32
DN200 (87) 175 260 60.58 125 70.25 40
DN250 (10%) 203 202 65.63 125 70.25 40
\_DN300 (127) 242 337 76.9 125 70.25 a0 )

PN10/16 Pinless Wafer and Lug Type Butterfly Valve

Specifications Main parts and materials
Basic standard Part Name Material
® Face to face: ISO 5752/ APIG09/ DIN 3202 Body it VDt o
o Flange end:
BS 10 Table DiTable E
DIN 2501 PN10/PN16 , JIS 2220 5K/M0K , Disc Ductile Iron/Stainless Steel
BS 4504 PN10/PN16
ASME B16.1 Class 125 & B16.42 Class 150 )
ISO 7005-2 PN10/PN16 Stem Stainless Steel
Feature Seat EPDM/NBRVITON/PTFE
o 2
® Norminal Pressure (mpa): 1.01.6
® Seal test(water): 1.1/1.76mpa
® Shell test(water): 1.5/2.4mpa
. J
1 Dimensions
|71
7
“ =
2 Siza A B L ®D1 ®D3 H
Z DN4D (1.57) 69 136 2 65 3525 32
g DN50 (27) 80 161 4204 65 3525 32
487 DN65 (2.57) 89 175 4468 65 3525 2
p-- DNBO (37 95 181 4521 65 35.25 32
§ N DN100 (4") 114 200 52.07 90 5525 32
§ § DN125 (57) 127 213 54.36 90 55.25 32
N § DN150 (67) 139 226 5575 90 55.25 2
§ § DN200 (8%) 175 260 60.58 125 70.25 40
NN DN250 (10%) 203 202 65.63 125 70.25 40
R \_DN300 (127) 242 337 76.9 125 70.25 0 )

N
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Specifications

Basic standard

@ Face to face: ISO 5752/ API60S/ DIN 3202

PN10/16 Split-shaft Pinless Wafer and Lug Type Butterfly Valve

Main parts and materials

Part Name Material

o Elange'sac: Body Cast Iron/Ductile Iron
BS 10 Table D/Table E
DIN 2501 PN10/PN16 , JIS 2220 5K/10K , Disc Ductile Iron/Stainless Steel
BS 4504 PN10/PN16
ASME B16.1 Class 125 & B16.42 Class 150
ISO 7005-2 PN10/PN16 Stem Stainless Steel
AN
® Norminal Pressure (mpa): 1.0/1.6
® Seal test(water): 1.1/1.76mpa
® Shell test(water): 1.5/2. 4mpa
- )
Dimensions
size DM A E L D1 ®D3 H
DN40 (1.57) 69 136 32 65 35.25 32
DN50 (2%) 20 156 4204 65 3525 32
DNE5 (2.57) 89 162 44 68 65 35.25 32
DN80 (37) 95 170 4521 65 3525 32
DN100 (47) 114 185 5207 90 5525 32
DN125 (57) 127 207 54.36 90 55.25 32
DN150 (6") 139 216 55.75 20 55.25 32
DN200 (8") 175 256 60.58 125 70.25 40
DN250 (107) 203 248 6563 125 70.25 40
\_DN300 (127) 242 280 76.9 125 70.25 40 )

10K Wafer Butterfly Valve

Specifications

Basic standard

# Design and Manufature’KS B 2813

Main parts and materials

Part Name Material

® Face to Face’KS B 2306 Tyt cE
» Flange End:KS B 1511
® Inspection:KS B 2304 Disc Stainless Steel
@ Norminal Pressure : 10K
® Seal test(water): 1.1mpa Seat Ring EPDM/NBR
@ Shell test(water): 1.5mpa J
Y J
I Zxdd DO
43 2xd19 120
46 X019 140
46 2019 150
52 2919 175
56 X923 210
56 2223 240
60 2023 290
68 2025 355
78 Zx925 400
78 Zx®25 445 p,

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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PN10/16 Flanged Double Eccentric Butterfly Valve

Specifications Main parts and materials
Basic standard Part Name Material
@ Design and manufacture: BS 5155 Body Cast Iron/Ductile
® Face to Facea: BS EN 588-1 series 14
@ Flange end: BS 1092
Disc Ductile Iron/SS304/SS316
O Ring NBR/EPDM/PTFE

® Norminal Pressure (mpa): 1.0
® Seal Test(water): 1.1mpa

® Shell Test{water): 1.5mpa Slom S5AAUIL31E
@ Suitable temperature: -10-80T
® Suitable medium: water

| S
Dimensions
L D D1 D2 b Z-dd
180+2 200 160 132 22-3 8-019
19042 220 180 156 24-3 8-019
200+2 250 210 184 26-3 8-019
21012 285 240 211 26-3 8-023
230+2 340 295 266 28-3 8-023
250+2 395 350 319 28-3 12-023
270+3 445 400 370 28-3 12-023
29043 505 460 429 30-4 16-0©23
310+3 565 515 480 32-4 16-028
330+3 615 565 530 32-4 20-©28
350+3 670 620 585 34-4 20-®28
390+4 780 725 682 36-5 20-®31
430+4 895 840 794 40-5 24-031
470+4 1015 950 901 44-5 24-034
5104 1115 1050 1005 46-5 28-034
55015 1230 1160 1112 50-5 28-®37
470+6 1455 1380 1328 56-5 32-040
1400 530+6 1675 1590 1530 62-5 36-043
\_1600 60016 1915 1820 1750 68-5 40-®49 )

PN10/16 Flanged Center Line Butterfly Valve

Specifications Main parts and materials
Basic standard Part Name Matenial
® Face i Face: Body Cast Iron/Ductile Iron
GB12221-80/ANS| B16.1/JISB2002
® Flange End:GB4216 4-84/GBA113.3-88/
ANSI B16.5IS B2212 ; .
o TestGBIT13927-92/API508 Dise Ductis (ron/Stanisss 5esl
—

@ Nominal Pressure :1.0~1.6, 150Lb, 10K

® Seal test{water): 1.1-1.76mpa Seat EPDM/NBR/VITON/PTFE
L ® Shell test(water): 1.5-2. 4mpa

J \ J
Dimensions
DN L Zxdd DO
50 43 2019 120
65 46 2x®19 140
80 46 @19 150
100 5h2 @19 175
125 56 2x®23 210
150 56 223 240
200 60 2x®23 290
250 68 D25 355
300 78 Zx®25 400
ki 350 78 Zx®25 445 )

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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PN10/16 Fire Control Signal Butterfly Valve

7z

S

Specifications

Main parts and materials

Basic standard Part Name Material
ooy Gast o Ducteon
Feature -
Disc Ductile Iron/ Stainless steel
@ Norminal Pressure (mpa): 1.0/1.6
© Shell test: 1.5/2.4 mpa Stem Stainless steel
® Sealtest: 1.1/1.8 mpa
® Suitable temperature: =80T
& Skl madan ks L Seat EPDM/NBR/PTFE/VITON
Dimensions
) Z-0d
DN L 10 16 10" 16 H
50 43 125 4-019 121
65 46 145 4-019 130
80 46 ®160 4-019 151
100 52 ®180 4-019 169
125 56 ©210 4-019 188
150 56 ©240 4-023 200
200 60 ©205 4-023 241
250 68 ©350 | ©355 | 4023 | 4028 275
3 300 78 ©400 | @410 4-023 | 4-028 314

PN10/16 Grooved Butterfly Valves

]

Specifications Main parts and materials
Part Name Material
@ Norminal Pressure (mpa): 1.6 Body Ductile iron
® Shell test(water): 2.4 mpa e m— S
® Seal test(gas): 0.6mpa Diae st g
® Seal test(water): 1.76 mpa Stem SS
® Suitable temperature: =80T
 Suitable medium: water Hmite S
® Butterfly plate comer: 90° L Seat EPDMINBRVITONPTFE |
Dimensions
DN L ®1 H C
65 76 178 200
80 ©89 202 245
100 11822 ©109.6 114 222 280
125 128+2 ©135.6 ®140 233 280
150 1502 ! F ©160.6 165 257 280
\__ 200 18842 1945 125 D214 219 295 320 )/

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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Specifications

Main parts and materials

Part Name Matenal

® Pn: 1.6mpa Body Brass
o Shell test(water): 2.4mpa Screen 201
@ Suitable temperature: -20-150C Middle gasket PTFE
@ Suitable medium: water,gas,oil \_ Bonnet Brass )
Dimensions
L A B C D H
55 12 120 285 27 39.5
65 125 34 n 35 a3 475
77 15 1 425 425 58
90 16 11/4n 52 52 67
105 18 112n 59.5 59.5 75 J

PN16 Brass Filter Ball Valve

/llllll/fillllll111/1/1/1]1//1//1.

1

Specifications

Main parts and materials

Part Name Material

@ Norminal Pressure (mpa): 1.6 Body/Bonnet Brass
o Shell test 2. 4mpa Seat e
Seal test: 0.6mpa
Suitable temperature: -20-150TC Bay B,
® Suitable medium: water,gas,air, Seal ring PTFE
® non corrosive liquid Stem Brass
o =
Dimensions
DN L A B C H1 H2 L1
20 815 15 A4 13 43 49 100
25 965 12 10 39 50.7 56.1 116.3
32 1125 125 114 48 575 63 128 )

YUANDA product specifications in this catalogue is provided for reference only.
‘YUANDA have the right to change or modify product design, construction, specification or materials.
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Specifications Main parts and materials
@ Norminal Pressure (mpa): 1.6 Body Brass
® Seal test(water): 1.8mpa Disc Brass
» Shell test{water): 2. 4mpa Spring 304
® Suitable temperature: -20-150C Stem Brass
@ Suitable medium: water,gas,air, Bonnet Brass
non corrosive liquid Middle gasket PTFE
e i L P
= Dimensions
\ DN L A B (& D E H1/H2
15 44 10 12 27 288 52 60/67
20 51 11 340 3 355 59.5 68/78.5
32 76.5 15 11/4n 49 52 735 88/100
< \__ 40 805 15 112+ 56 595 75 94 5/108.5 /
i s ol
] ®
PN16 Automatic Air Valve
Specifications Main parts and materials
Part Name Material
® Norminal Pressure (mpa): 1.6 Body Brass
® Shell test 2.4 mpa Spring 304
® Seal test: 0.6 mpa Scroon 304
® Suitable temperature: -20-120C Bonnet Brass
® Suitable medium: water,non corrosive liquid,ait g Spool Brass )

Dimensions
DN R L 3]
15 112» 47 73.5
20 34 47 737
_ 25 10 47 75 .
YUANDA product specificatio rovided for reference only.
YUANDA have the right to ch; design, construction, specification or materials.

LEAN IN THE FUTURE 40



Specifications Main parts and materials

Part Name Matenal

-
s AR
]

PN16 Brass Gate Valve

I —

— -
i

Q. q

\'\’\v\\\\\\‘.\\\';

® Seal test(water): 0.6mpa Body Brass
@ Shell test(water). 2.4mpa Seat Brass
@ Suitable temperature: -20-150'C Ball Brass
@ Suitable medium: water,gas,air, Seal ring PTFE
non corrosive liquid L Stem Brass N
Dimensions
DN L A ] C D H L1
it g 15 514 11.6 112" 27 275 48.2 90
corronsermries:) 20 57.4 12.8 34 33 34 51 90
25 674 15.1 in 40 415 58 100
32 775 171 11/4» 49 50.5 61 100
40 88 17.3 112# 56 60 73 137
\_ 50 1054 21 20 68 73 79 137 )
Specifications Main parts and materials
Part Name Matenal
® Norminal Pressure (mpa): 1.6 Body Brass
® Shell test: 2.4mpa Disc Brass
® Seal test: 0.6mpa Stem Brass
@ Suitable temperature: -20-150C Middle gasket PTFE
® Suitable medium: water,gas air, Bonnet Brass
non corrosive liquid L Handwheel Cast iron r
Dimensions
DN L A B C D E H
15 435 115 12~ 30 27 53 7
20 455 12 34 37 33 59.5 7
25 49 14 in 445 40 59.5 855
32 55.5 14 11/4# 55 49 735 105.5
40 59 125 112~ 63 56 735 1135
k 50 63 15 2u 76 68 78 130 p,

YUANDA product specifications in this catalogue is provided for reference only.
YUANDA have the right to change or modify product design, construction, specification or materials.
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PN16 Pressure Independent Balancing & Control Valve

i

H1

Specifications Main parts and materials
Basic standard Part Name Material
® Flange end:EN 1092-2 PN16 Body Ductile iron
® Face to face: EN 558
® Pressure test as per'EN 12266 Trim S8
LS
# Norminal Pressure (mpa): 1.6
® Shell test: 2.4mpa
@ Seal test: 0.5mpa
@ Suitable temperature: -10-70C
, ® Suitable medium: water,oil gas,etc
A
Dimensions
DN L H1 H2
40 200 240 92
50 230 255 110
o8 2 265 136
80 31 280 1425
100 350 1485
125 400 335 188
150 480 370 205 .

PN16 Static Balancing Valve

Specifications

Basic standard

Main parts and materials

Part Name Matenial

® Design: BS 7350 s
® Flange end: EN 10922 PN16 By P
@ Face to face: EN 558
L]
Pressure test as per: EN 12266 — Dt ke
Feature
® Norminal Pressure (mpa): 1.6 Disc Ductile iron
o Seal test(water): 1.76mpa
@ Shell test(water): 2 4mpa
@ Suitable temperature: -10-70C Stem AL-Bronze
® Suitable medium: water,oil gas,etc
\ . o i
Dimensions
DN L H w
50 230 152 165
65 290 180 185
80 310 200 200
100 350 220 220
125 400 308 250
150 480 322 285
200 600 420 340
250 730 460 405
300 850 600 460
350 980 614 520
400 1100 642 580
450 1200 675 640
L 500 1250 713 715 J
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PN10/16 Rubber Wedge Swing Check Valve

Specifications Main parts and materials
Basic standard Part Name Material
e Flange end: BS EN1092-2:1997 Bonnet Gasket EPDM

@ Test:BS 5153: 1974

Bonnet Ductile Iron

@ Norminal Pressure (mpa): 1.6 Washer 35¢ Stes!
® Seal test{water): 1.76mpa
® shell test(water): 2.4mpa OBc EFDMASE Ssb Ny
@ Suitable temperature: -10-80C =
® Suitable medium: water Body Ll Spoey
L P \ J
Dimensions
- D D D D - dd
50 2032 160 125 100 19 3 4xD19
65 21622 180 145 ©120 19 3 4x019
80 24022 195 160 135 19 3 8x019
100 2922 215 180 155 21 3 8x019
125 330:2 245 210 185 22 3 8x019
150 35612 280 ©240 ©210 22 3 8x023
é 7 \__200 4932 @335 ©295 262 23 3 8x023 )
:ﬂ.m-—l
L
PN10/16 Ball Check Valve
Specifications Main parts and materials

Basic standard Part Name Material
son oo

Fealure Ball Sand+carbon Steel+NBR
@ Norminal Pressure (mpa): 1.6

0O-ring NBR
® Shell test: 2.4 mpa
® Seal test: 1.76 mpa Flat Washer 201
@ Suitable temperature: -10-80T -
® Suitable medium: water L Bonnet Ductle iron .
Dimensions
I D D1 D2 b-f Z-d
2032 150 110 84 19-3 4-019
2032 165 125 99 193 4-019
216+2 185 145 118 193 4-019
241+2 200 160 132 20-3 8-019
20242 220 180 156 223 8-019
330£2 250 210 184 233 8-019
35642 285 240 211 233 8-023
495+2 340 205 266 253 12023 )
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PN10/16 Silence Check Valve

Specifications

Main parts and materials

Basic standard Part Name Material
@ Flange end: BS4504 Body Castlron
Feature Disc Castlron
® Nomminal Pressure (mpa): 1.6 Soat
@ Shell test: 2.4mpa Cast it
® Seal test: 1.8mpa 0O-ring NBR
@ Suitable temperature: -10-85¢
® Suitable medium: water Spring §5304
N i
Dimensions

DN L D D1 D2 B Z-®d

40 125 145 110 85 17 4-018

50 125 160 125 100 19 4-018

65 135 180 145 120 19 4-018

80 155 195 160 135 21 8-018

100 165 215 180 155 23 8-018

125 190 245 210 185 25 3-018

150 220 280 240 210 27 8-023

200 255 335 205 265 29 12-023

\_ 250 270 405 355 320 31 12025 )

PN10/16 Foot Valve with Screen

SO S S 030041,
SS0CR DU
L)

Specifications

Main parts and materials

Basic standard Part Name Material
Feature Base GGG50
® Norminal Pressure (mpa): 1.6 Spring S5304
stem 2cr3
® Suitable temperature: 0~80T
Disc GGG50+EPDM
® Shell test(water): 2.4 mpa Sreen SS 304
vy
Dimensions
DN $D ®D1 DK loled H ] n-dd
50 165 75 125 102 190 19 4-019
65 185 a0 145 122 210 19 4-019
80 200 105 160 138 240 19 8-019
100 220 125 180 158 250 19 8-019
125 250 153 210 188 310 19 8-019
150 285 177 240 212 370 19 8-023
200 340 26 295 268 450 20 12-023
250 405 217 355 320 470 » 12-023
\___ 300 460 29 410 378 500 25 12-028 )/
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PN10/16 Flanged Single Ball Air Valve

Specifications Main parts and materials

Basic standard Part Name Matenal
- m—

Feature

Ball ABS
@ Suitable temperature: s100C
® Suitable medium: water,steam L Bonnet Ductile Iron
4
Dimensions
DN D D1 D2 b H Zd w
40 150 110 84 18 224 4-019 166
50 165 125 [ 2 236 1019 178
65 185 125 113 2 244 1019 199
80 200 160 132 2 248 B3-®19 202
100 220 180 156 2 284 3-019 233
150 285 240 211 % 324 3-023 282
- . 1-d
1 i
- B
IR L -l
1. L -
PN10/16 Automatic Double Ball Air Valve
Specifications Main parts and materials

Basic standard Part Name Material
- ——

Feature
o Seal test: 1.1/1.76 mpa B2 ABS
® Suitable temperature: 0-80C on ol
net uctile Iron
@ Suitable medium: water
A 7
" Dimensions
g D D1 D2 I= b H Zd
i 165 125 99 240 19 211 4-019
0 \ 185 145 118 255 19 211 4-019
-t | 80 200 160 132 305 19 261 8-019
J \ iz 100 220 180 156 323 19 269 8-019
]'— ‘ \_ 150 285 240 211 302 19 320 8-023
|
24
- i
=N
[
[]
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PN10/16 Double Orifice Air Valve With Manual

Specifications

Basic standard

Main parts and materials

Part Name Matenal

® Flange end: BS4504 Body Ductile Iron
Feature Disc Brass
® Seal test: 1.1/1.76 mpa Stem Brass/SS
® Suitable temperature: 0-80°C Ball ABS
® Suitable medium: water Bonnet Ductile Iron
, S
Dimensions
DN D D1 D2 I b H f Zd
50 165 125 99 324 19 337 3 4-919
60 175 135 108 380 19 372 3 4-919
65 185 145 118 380 19 372 3 4-919
80 200 160 138 429 19 405 3 8-919
100 220 180 156 470 19 437 3 8-p19
125 250 210 184 571 19 457 3 8-p19
150 285 240 211 634 19 484 3 8-p19
\__ 200 340 205 266 850 20 620 3 12923 )
Specifications Main parts and materials
Basic standard Part Name Material
® Flange end: BS 4504 PN10/16 Subject Polarity Rubber
® |nspection: API598
Skeleton Hard Steel Wire
Feature
Flange Carbon Steel
® Norminal Pressure (mpa): 1.0/1.6 8 J
@ Explosion pressure: 3.0/4.8 mpa
® Vacuum: 53.3/86.7 kpa
\ ® Temperature scope: -15-115T y
- Dimensions
L D N-® D1
32 95 140 4-18 100
40 95 150 4-18 110
50 105 165 4-18 125
65 115 185 4-18 145
80 130 200 8-18 160
100 135 220 8-18 180
125 170 250 8-18 210
150 180 285 8-22 240
200 205 340 8-22 295
250 240 395 12-22 350
300 260 445 12-22 400
i 350 255 505 16-22 460
400 255 565 16-26 515
450 255 615 20-26 565
500 255 670 20-26 620
\___ 600 260 780 20-30 725 )
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PN6/10 Knife Gate Valve

Specifications Main parts and materials

Basic standard Part Name Material
Body

® Flange end: BS/ANSIJIS/DIN/AS Ductile iron
Feature Disc/Stem $5420/304/316
@ strength test(water): 0.6-1.0mpa
@ Sealing test(water): 0.4-0.6mpa Seal EPDM
@ Suitable temperature: =80T
® Suitable medium: water Handwheel Malleable iron
. A
Dimensions
DN L D D1 D2 M d E E W H
150 57 280 240 211 20 22 190 145 280 465
200 70 335 295 266 20 22 255 145 280 550
250 70 330 350 319 20 22 340 160 300 675
300 76 440 400 370 20 22 380 160 300 755
350 76 500 460 429 20 22 440 160 350 850
400 89 565 515 480 24 26 515 160 450 960
450 89 615 565 530 24 26 560 175 450 1065
500 114 670 620 582 24 26 590 210 600 1180
600 114 780 725 682 27 30 695 210 600 1365
700 127 895 840 794 27 30 815 250 600 1700
\__ 800 127 1015 950 901 30 33 915 250 600 1900 /

PN10/16 Slow Closing Check Valve

Specifications Main parts and materials

Basic standard Part Name Material
oo | ocscmcnes

Feature Disc Ductile Iron/WCBISS

@ Norminal Pressure (mpa): 1.0/1.6/2.5
® Shell test: 1.5/2.4/3.75

Stem/Spring S8

® Seal test: 1.1/1.76/2.75

@ Suitable temperature: s80C

® Suitable medium: rinsing. sewage. seawater
# Slow closing time: 3-60S

PN25 N-©d
PN10 PN16 PN25
4-18 | 4-18 | 418

AU
g
"
ZE
ED
N

50 65 25 00 | 4- 4- 4-
| 65 | 145 35 45 20 | 4- a1 -
80 160 200 | 160 | 135 | 8- X R
1 80 180 | 235 | 190 60 -1 -1 -22
1 210 210 270 | 220 | 188 -1 -18 | 8-26
150 | 210 | 285 | 240 210 | 285 | 240 | 210 | 300 | 250 | 218 -22 | B-22 | B-26
200 | 230 | 340 | 295 | 265 | 340 | 295 | 265 | 360 | 310 | 278 -22 | 12-22 | 12-26
250 | 250 | 395 | 350 | 320 | 405 | 355 | 320 | 425 | 370 | 332 | 1222 | 12-26 | 12-30
300 270 400 368 460 | 410 375 485 30 390 | 12-22 | 12-26 | 16-30
350 | 290 [ 505 | 460 | 428 | 520 | 470 | 436 555 | 490 | 448 | 16-22 | 16-26 | 16-32
400 | 310 | 565 | 515 | 482 | 580 | 523 | 485 | 620 | 550 | 505 | 16-26 | 16-30 | 16-36
450 | 330 [ 615 | 565 | 532 | 640 | 585 | 545 | 670 | 600 | 555 | 20-26 | 20-30 | 20-36
500 | 350 | 670 | 620 | 585 15 | 650 | 608 | 730 | 660 | 6 20-26 | 20-34 | 20-36
600 | 390 | 780 | 725 [ 685 | 840 | 770 | 71 345 | 770 | 718 | 20-30 | 20-36 | 20-36
700 | 430 | 895 | 840 | 800 10 | B840 | 788 | 960 | 875 | 815 | 20-30 | 24-36 | 24-42
800 | 470 [ 1015 | 950 | 905 025 50 | 89 1085 | 990 | 930 | 24-34 | 24-36 | 2442
900 | 510 [ 1115 | 1050 [ 1005 | 1125 | 1050 | 998 | 1185 | 1090 | 1025 | 28-34 | 28-36 | 28-48
1000 | 550 | 1230 | 1160 | 1110 255 | 1170 | 1110 | 1320 | 1210 | 1140 | 28-36 | 28-42 | 28-52
1200 | 630 | 1455 | 1380 | 1330 | 1485 | 1390 | 1325 | 1530 | 1420 | 1350 | 32-36 | 3845 | 32-52
(1400 | 710 | 1675 | 1590 | 1580 | 1525 | 1755 | 1640 | 1560
YUANDA product specifications in this catalogue is provided for reference only.
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PN10/16 Multi-function Pump Control Valve

Specifications Main parts and materials

Basic standard Part Name Material
oy | conmavoncmon

Feature Disc Ductile Iron/SS304/SS316+NBR
® Seal test(water): 2.2mpa
® Shell test{water): 3.0mpa Stem 2Cr13/5S304/S5316
@ Suitable temperature: =80T
@ Suitable medium: water Seat Ss
\_ J
Dimensions
f
3
3
3
3
3
3
3
3
300 610 445 400 368 12-023 26 4 255
350 650 505 460 428 16-023 26 4 310
400 700 565 515 482 16-026 26 4 400
450 780 615 565 832 20-026 26 4 480
500 820 670 620 585 20-026 28 4 680
600 895 780 725 685 20-030 28 4 790
700 965 8095 840 800 24-030 34 5 1400
\__ 800 1120 1015 950 205 24-034 36 5 1800
PN16 Backflow Preventer
Specifications Main parts and materials
Basic standard Part Name Material
® Flange end: BS4504 Body/Bonnet Cast iron
Feature Disc Cast steel+NBR
® Norminal Pressure (mpa): 1.6
® Shell test: 2.4 mpa Ba Brass
. Se-al test: 1.76 mpa Seal ring NBR
@ Suitable temperature: 0-80 T
® Suitable medium: water L stem 2Cr13 y
Dimensions
- - DN L D D1 D2 n-&d b f
32 450 165 125 100 4-018 20 3
; - 40 450 185 145 120 4-018 20 3
’ T 50 450 165 125 100 4-018 20 3
‘ 65 470 185 145 120 4-018 20 k]
Do, - (PR S . . (S " 80 550 200 160 135 8-018 20 3
) 1] 100 625 220 180 155 8018 2 3
v 125 780 250 210 185 8-018 22 k]
i — | (180 200 285 240 210 8-©23 24 a
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Adhesive Wall Cast Iron Gate Valve

Specifications Main parts and materials
Part Name Material
@ Norminal Pressure (mpa):0.1 Body Cast iron
® Suitable medium: water Bonnet Caat ion
’ y Stem Barrel Steel 45#/SS
@ Seal type: Four side sealing
L Disc Brass/Cast iron/Ductile iron )

Adhesive Wall Cast Iron Gate Valve

Specifications Main parts and materials

Part Name Material

@ Norminal Pressure (mpa).0.1 Body Castiron

® Suitable medium: water Bonnet Castiron

Stem Barrel Steel 45#/SS
® Seal type: Four side sealing
ki Disc Brass/Cast iron/Ductile iron Y.

il
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