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STEEL VALVE SERIES

API| Gate Valve

Main Parts and Materials

Parts Name Material

; A216WCB/A217TWCE |A217 WCS/A352 LCB /A 352 LCC 1A 352 LCA
e A351CF3/A351 CF3M /A351 CF8/A351 CFEM
Stem A182F6/A182F 304 /A182F316/A182F 304L/A182 F 316L
Seat ring A105+13Cr. A105+STL, A351 CF8. A351 CF8M
Disc Ring 13Cr. STL. A351 CF8. CFEM )
Standards

Design and

Maniraahin Facetoface Flange End Inspection Pressure-Temp Rating

API600, ANSI B16.34

ANSIB16.10 ANSIB16.5 APl 598 ANSIB16.34

Test Pressure

Testltem ShellTest Seal Test Back Seal Test Air Seal Test
Medium(MP a) Water(MPa) Alr(MPa)
150 31 212 22
300 7.8 5.6 5.6
Frpmele 0.50.7
600 15.3 11:2 11.2
900 231 16.8 16.8

Z40/540/940HWIY-150LDb Z40/540/940H/WIY-300Lb Z401540/940H/WIY-600Lb Z40/540/940H/W/Y-S00Lb

Inch = DN o D D Inch DN B D D Inch DN o D D Inch DN L D D
- 137 - - -
Z 50 | 178 | 152 |120.7] 2" 50 216 | 165 | 127 Z 50 | 292 | 165 | 127 2z 50 | 368 | 216 [165.1

2, | 65 | 190 [177.8[139.7| 2. | 65 | 241 [190.5{149.4] 27/, | 65 | 330 |190.5/{149.4] 2'/. | 65 | 419 | 244 |190.5
3 80 | 203 |190.5/152.4] 3" 80 | 283 | 210 |168.2] 3" 80 | 356 | 210 [168.2] 3" 80 | 381 ) 241 [190.5
4" | 100 | 229 [ 229 |190.5| 4" | 100 | 305 | 254 [200.2] 4" | 100 ) 432 | 273 [ 216 | 4" | 100 | 457 | 292 |234.9
§" | 125 | 254 [ 254 | 216 | 5" | 125 | 381 | 279 | 235 | 5" | 125 | 508 | 330 (266.7) 5" | 150 | 610 | 381 |317.5
6" | 150 | 267 | 279 |241.3] 6" | 150 | 403 | 318 | 270 | 6" | 150 | 559 | 356 [ 292 | 8" | 200 | 737 | 470 |393.7
8" | 200 | 292 | 343 [298.5]| 8" | 200 [ 419 | 381 | 330 | 8" | 200 | 660 | 419 | 349 | 10" | 250 | 838 | 545 [469.9
10" | 250 | 330 | 406 [ 362 | 10" | 250 [ 457 | 445 [387.5] 10" | 250 | 787 | 508 | 432 | 12" | 300 | 965 | 610 [533.4
12" | 300 | 356 | 483 | 432 | 12" | 300 [ 502 | 521 | 451 | 12" | 300 | 838 | 559 | 489 | 14" | 350 | 1029] 640 [558.8
14" | 350 | 381 | 533 [476.3] 14" | 350 [ 762 | 584 [514.5| 14" | 350 | 889 | 603 | 527 | 16" | 400 | 1130) 705 [615.9
16" | 400 | 406 | 597 | 540 | 16" | 400 | 838 | 648 |571.5| 16" | 400 | 991 | 686 | 603
18" | 450 | 432 | 635 | 578 | 18" | 450 [ 914 | 711 [628.7] 18" | 450 | 1092 743 | 654
20" | 500 | 457 |598.5 635 | 20" | 500 [ 991 | 775 |685.8| 20" | 500 | 1194 | 813 | 724
24" | 600 | 508 | 813 |749.3] 24" | 600 | 1143 (914.4/812.8] 24" | 600 | 1397| 940 | 838
26" | 650 | 559 | 870 | 806 | 26" | 650 | 1245( 972 | 876
28" | 700 | 610 | 927 | 863 | 28" | 700 | 1346|1035[939.8
30" | 750 | 610 | 984 |914.4
32" | BOO | 660 [1060.4 978
\_36" | 900 | 711 [ 1168 1086 o4

YUANDA procuct spacilications in 1his calalogue is provided Kk relarance anly. STEELVALVESERIES 02
YUANDA have tha nghl 1o change ar modily procduct dasign, conslruchion, spacailication pr matarials.
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Dimensions

JA41/541/184 1 HIWIY-150LD

JA41/54 1/841HIW/Y-300LK

Main Parts and Materials

Parts Name M aterial

. A216WCB/A217WCE/A217 WCS/A352 LCB 1 A352 LCC /A352LC1
ARdps-Ran Bl Bias A351 CF3/A351 CF3M / A351 CF8/A351CF aM
Stem A182F6/A1B2F 304 /A182 F316/A182 F304L/A182 F316L
Seatring A105+13Cr. A105+STL, A351 CFB, A351 CFBM
Dist Ring 13Cr. STL. A351 CF8. CF8M )
Standards

Design and

Manufacture
BS1873 AMSI B16.34

Facetoface Flange End Inspection Pressure-Termp Rating

ANSI B16.10 ANSIB16.5 API 598 ANSI B16.34

Test Pressure

Test [tem Shell Test Seal Test Back Seal Test AirSeal Test
Medium(M Fa) Water{MPa) Alr(MP a)
150 31 22 22
300 7.8 5.6 5.5
Bl 0507
600 153 11.2 M2
a00 231 16.8 16.8

JA415411941 HIWIY-600LE J41/541194 1HIWIY-900LE

Inch DN L D D Inch DN & D D. Inch DN kL D D Inch |~ DN L D D
1. | 40 | 165 | 127 | 98.6 | 17| 40 | 229 | 156 (1143 1°L 40 | 241 | 156 |114.3) 1. | 40 | 305 | 178 |123.8
ra 50 | 203 | 152 |120.7] 2r 50; | 2687 | A65 | 2% | 2 s | 282 | 155 | 2% | o 50 | 368 | 216 |165.1
2. | 65 | 216 [177.8(139.7| 2/, [ 65 | 292 |190.5(149.4| 2%, | 65 [ 330 |190.5|149.4] 2%, | 65 | 419 | 244 |190.5
a 80 | 241 |190.5|152.4| 3" 80 | 318 | 210 |168.2] 3" 80 | 356 | 210 |168.2] 3" 80 | 381 | 241 |190.5
4" [ 100 | 292 | 229 (190.5| 4" | 100 | 356 | 254 |200.2) 4" | 100 | 432 | 273 | 216 | 4" | 100 | 457 | 292 |234 9
5" |"1257]:.3%96"] 254 | 216 | 5 | 125 | 400 | 279 | 235 | 5™ | 125 | 906 | 330 [266.7| 8" | 125 | 559: | 348 |278.4
6" | 160 | 406 | 279 |241.3] 6" [ 150 | 444 | 318 | 270 | 6" | 150 | 569 | 356 | 292 | 6" | 160 | 610 | 381 |317.5
8" | 200 | 495 | 343 |298.5] 8" [ 200 | 559 | 381 | 330 | 8" | 200 | 660 | 419 | 349 | 8" | 200 | 737 | 470 |393.1
10" | 250 | 622 | 406 | 362 | 10" | 250 | 622 | 445 |387.5| 10" | 250 | 787 | 508 | 432 | 10" | 250 | 838 | 545 |469.9
12" | 300 | 698 | 483 | 432 | 12" | 300 | 711 | 521 | 451 | 12" | 300 | 838 | 559 | 489

14" | 350 | 787 | 533 |476.3| 14" [ 350 | 762 | 584 [514.5

\1 6" | 400 | 914 | 597 | 540 | 16" | 400 | 864 | 648 [571.5 D

YUANDA product spacilications in this calalogue i providad lor relarance anty,

YUANDA hava tha righl 1o change ar madily proguct dasign, construclion, spacilicatian pr malarials,
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STEEL VALVE SERIES

ANSI Swing Check Valve

Main Parts and Materials

Parts Name Material
: A216 WCB/A21TWCEIA21T WCO/A352 LCB/A352 LCCIA352LC
e A351 CF3/A351 CF3M /A351 CFa/A351CFBM
Stem A1B2FG/A1B2F 304 /A1B2F316/A182F304L/A182 F316L
Seat ring A105+13Cr, A105+5STL. A351 CFB. A351 CFEM
Disc Ring 13Cr. STL. A351 CF&. CFEM )
Standards
Design and 8 a 2
b i Facetoface Flange End Inspection Pressure-Temp Rating
g BS1868 ANSIB16.34 ANSIB16.10 ANSIB16.5 APl 598 ANSIB16.34
- i
- : %
T
TS Test Pressure
e i"" """" clE Test [tem Shell Test Seal Test Air Seal Test
i Medium(MP a) Water{MPa) Alr(MPa)
150 31 22 22
Pressure
L (Cl2ss) 300 7.8 5.8 5.6 0.5-0.7
600 15.3 11:2 11.2

Dimensions
HA4HIWIY-150Lb HA4HIWIY- ) H44HMW/Y-60

DN L D ‘ DN £ DN L

2%, 65 216 177.8.| 139.7 2Ns 65 292 190.5 | 149.4 2M: 65 330 190.5 | 1494

<5 80 24 190.5 | 152.4 A 80 e 210 168.2 3" g0 35 210 168.2
4 100 292 229 190.5 4 100 356 254 200.2 4" 100 432 273 216
a" 125 330 254 216 o 128 400 279 235 b 125 508 330 266.7
6" 150 256 279 241.3 6" 150 444 8 270 6" 150 559 356 292
g 200 495 343 288.5 8" 200 533 3 330 B 200 660 419 349

10" 250 622 406 362 10" 350 622 445 387.5 10" 250 787 508 432
12¢ 300 698 483 432 32" 300 711 521 451 12 300 838 559 489
14" 350 787 533 476.3 14" 350 838 584 514.5 14" 350 889 603 g2y
16" 400 864 597 540 16" 400 864 648 571.5 16" 400 991 686 603
18" 450 978 635 578 18" 450 978 (Al 628.7 18" 450 1082 743 654
20" 500 978 | 698.5 635 20" 500 1016 L4 G856.8 20" 500 1194 855 724
24" 600 1285 813 7449.3 24" 600 1346 | 914.4 | 8128 24" 600 1397 | 1040 838
28" 700 1448 927 863.6 28" 700 1499 | 1035 | 939.8
30" 800 1524 984 914.4 30" 800 1594 | 1092 997 P

YUANDA proguct spacilications in Inis calalogue is prowdad lar relaranca anly. sTEELvALVEsERIES 04
YUANDA fiava tha nighl lo change ar madily product dasign, construction, spacilication pr matarials,



ANSI Butterfly Valve

Dimensions

Main Parts and Materials

Parts Name Material

Body. Bonnet, A216WCB/A21TWCE/A217T WCOIA352 LCBIA352 LCC/A352LC1
Disc A351 CF3/A351 CF3M/A351 CFB/A351CFEM
Stem 304, 316, 2Cr13. 1Cr18NIaTI
Seal Ring 304, 316. Alloy. PTFE
.
Standards

Design and
Manufacture

APIE09

Facetoface Flange End Inspection

ANSIB16.10 ANSIB16.5 AP1598

Test Pressure

MNominal Diameter  Nominal Pressure Test Pressure RV e p
{ MPa ! ( MPa ) Ps(MPa) Applicable Temperature
Inch Class Shell Test Seal Test
150Lb 3.0 2.2 -29~425¢C
2"~36"
300Lb 7.5 55

BVL-150LB BYL-300LB
L E

2" 50 43 120.5 92 2 50 43 127 92
2. 65 46 139.5 108 65 46 149 105
3" 80 48 162.5 127 3, 80 48 168 127
4" 100 54 190.5 157 4" 100 54 200 157
5" 125 56 216 16 o 126 56 235 186
G" 150 57 241.5 216 6" 150 59 270 216
a" 200 64 298.5 270 g" 200 72 330 270
10" 250 7 362 324 10" 250 83 387 324
12" 300 81 432 381 127 300 92 451 384
14" 350 92 476 413 14" 350 117 514 413
16" 400 102 540 470 16" 400 1:a3 571 470
18" 450 114 578 533 18" 450 144 628 533
20" 500 127 635 584 20" 500 159 686 584
28" 600 154 7495 692 24" 600 181 813 692
26" G50 165 806.5 750 28" 700 229 940 800
28" 700 165 864 800 30" 750 229 997 857
30" 740 165 914 857 32 800 241 1054 914
3z a00 190 978 914 36" 900 24 1168 1022
34" 850 200 1027 965

36" a00 200 1086 1022

38" 450 200 1150 1072

4 1000 216 1200 1125 )
YUANDA product spacilications in nis calalogua is providead lar relaranca anly. STEELVALVESERIES 05
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STEEL VALVE SERIES

APl Wafer Check Valve

Main Parts and Materials

Parts Name Material

Body A216 WCB/A217TWCE/A21TWCOIA352LCBIA352 LCC/A352 LCY
A351 CF3/A351CF3M /A351 CF8/A351CFaM

Plate A216-WCB+CR13. A217-WC6+HF. A352-LCB+CR13. A351-CF8+HF.
A351-CFBM +HF . AB90-GR 4A

Hinge Pin A276-420.A276-304. A276-316. A182-F51

Standards

Design and

M anufacture FacetoFace Flange End Inspection

AP|594,

ASME/ANS| B16.47 ASMEIANSIB16.10 ASME/ANSIB16.5 API 598

Test Pressure

Nominal Pressure Shell Test Seal|Test
(Mpa) (Mpa) (Mpa)

450PAI 315PSI(Hy drostatic) 80PSI{AIr)

1125P 8| 815PSI

Dimensions

DH77THIX-150Lb DH77H/X-300Lb

NP S(inch) L{mm) D(mm) D2(mmy D3{mm) NPS(inch) L{mm) Do) D2(mm) D3(mm)

YUANDA protuct spacilicahions in his calalogae is proviaed lor relaranca anly. STEEL VALVESERIES 0B
YUANDA nhava tha nighl Lo change ar madily producl dasign, cansiruction, spacilication pr matarials,




Main Parts and Materials

A216WCB/A21TWCE/A217 WCHA352 LCB/A352 LCC/A352 LC

Redy A351 CF3/A351 CF3M /A351 CF8/A351CFaM
L Sereen ASTM 182 F304 ASTM 182 F304 ASTM 182 F316 J
Standards

Connection end
Standard

FacetoFace Flange End Inspection

B16.34 ANSIB16.10 ANSIB16.5 APl 598

Test Pressure

Nomial Pressure Scat Testing Air Seat Testing Shell Testing

(Mpa) (Water) (Air) WE)]

P
R
S S

Class 150 Zd 0.6 3.0

Dimensions
GL41H-150Lb
L
1172 4 200 127 98.5
2 50 203 152 120.5
212" 65 216 178 139.5
T 80 24 190 152.5
4" 100 292 229 190.5
g 125 358 254 216.0
6" 150 406 279 2415
g" 200 445 343 2085
10" 250 622 406 362.0
12" 300 690 483 432.0
14" 350 787 535 476.0
16" 400 914 600 540.0
18" 450 g78 635 578.0
20" 500 978 700 635.0
i 24" 600 1295 815 749.5 o
YUANDA product spacilications in Ihis calalbogua is proviced lar ralaranca only, STEELVALVESERIES 07
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STEEL VALVE SERIES

API Floating Ball Valve

Main Parts and Materials

Parts Name Matcrial

Body. Bonnet, A216WCB/A21TWCE/A217 WCO/A352 LCB/A352 LCC/A3562 LCY
Disc A351CF3/A351 CF3M/A351 CF8/A351CFEM

Stem A1B2F6 A182F 304 A1B2F316|A182F304L|A182F 316L

Ball A182F6 A182F 304 A182F316|A182F304L|A182F 316L
i

Standards

Design and
Manufacture

BS5351, ANSIB16.34 ANSIB16.10 ANSI B16.5 APl 598 ANSIB16.34

Facetoface Flange End Inspection Pressure-Temp Rating

Test Pressure

Testltem She Seal Test Batk Seal Test Air Seal Test

MediumiMP a) Water(M Pa) AlrtMPa)

Pressure
(Class)

Dimensions

Q41/341/6 41 FIH/Y-150LB Q41/341/641FIH/Y-300LE Q41/341/641F/H/Y-600LE
Inch DN L D DN = D Inch DN L D

YUANDA product spacilications in this calalogua is providad lar relaranca only. sTEELvaLvEsERIES 0B
YUANDA hava tha nghl 1o change ar madily produc! dasign, construction, spacilication pr matarials.




API Cast Steel Trunnion Type Ball Valve

Main Parts and Materials

Parts Name

M atcrial

A M "A351 CF3/A351 CFaMJA351 CFBIA 351 CF oM
Stem A1B2F6Ga —[ A182 F304, 316 [ A182FBa A182 F304—[ A182 F304
Sealingring PTFE. RPTFE. NYLON. MOLON. DELRINZPEEK
Seat H)?::IDS;P A182. F304. 316 A203FGa Hg"lfo:':P A1B2F316
Back Seat H%LOEEI:P A182. F304. 316 A203FBa HgLOEsf:P A1B2F316
. Bal Heueas [2e10. ore.oreMcora.oram| TURDD | e |
Standards

Design and
Manufacture

APIGD, BS5351

Faceto face

ANSIB16.10

Flange End

ANSIB16.5

Inspection

APl 598

Test Pressure

Test Item

Medium(M Pa)

Seal Test

Water(MPa)

Back Seal Test

AirSealTest

Air(MPa)

150 3.1 2.2 22
Pressure 300 7.8 5.6 5.6
(Class) | gop 15.3 1.2 11.2

900 231 16.8 16.8

0.5

0.7

Dimensions
Class150 Class300 Class600 Class800
L
DN NPS DN NPS DN NPS DN NPS
RW RW RF
00| 4 |220| 305|220 |1905[(100 | 4 305|305 |254|200| 50 | 2 |292 | 295|202 | 185 (127 | 0 | 2 | 368 | 371 | 388 | 216 | 165.1
125 | 5 [35% | ®1|254 | 216|125 | 5§ | 381|381 |27 | 235 | 65 |212(330 | 333 (330 | 190 | 140 | &5 |212| 410 | 422 | 410 | 244 |1005
150 | 6 [304 | 457|279 |2915| 150 | 6 |403 | 4657 318|270 | 80 | 3 | 356 | 350 |356 | 210 | 168 | 0 | 3 | 381|384 | |1 | 241 | 1005
200 | 8 |467 | 521|343 |2085|200 | 8 (502 | 521 (381|330 (100 4 |432|435 | 432|273 | 216 | 100 | 4 | 467 | 460 | 457 | 202 | 2349
260 | 10 | 533 | 550 | 405 |82 | 250 | 10 568 | 550 (446 ||75(125 | 5 | 508 | 511 | 508 | 330 (2085 125 | 5 | 550 | 562 | 550 | 340 |2704
300 | 12 |610 | 635|483 | 432 |30 | 12 (648 | @35 (6521 | 451 (10| 6 |59 |82 | 550|356 |202 | 190 | & | 610 [ 613 | 610 | 381 |3175
3% | 14 |63 | 782 |53 | 476 |39 | 14 762 | 762 | 584 |5145(200 | 8 | 660 | 684 | 660 | 419 | 340 (200 | 8 | 737 | 740 | 737 | 470 |37
400 | 16 | 762 | 833 | 597 | 540 | 400 | 16 | 833 | 838 (648 |5715(3%0 | 10 | 787 | 791|787 | 508 | 432 | 250 | 10 | 838 | 841 | 838 | 545 (4999
40 | 18 | 884 | 914|635 |S78 |40 | 18 (914 | 914 | 711 |6285( 300 | 12 | 838 | 841|838 | 550 | 489 | 300 | 12 | @85 | 968 | 965 | 610 |5334
500 | 10 | 914 | 991 |69 | 635 | 500 | 20 (991 | 991|775 | 686 (350 | 14 |8 | 892 | 889 | @03 | 527 | 3%0 | 14 | 1020 | 1038 | 1028 | 640 |S588
600 | 24 | 1067 | 1143 | 813 |7405| 600 | 24 | 1143|1143 | 014 | 813 | 400 | 16 | 991 | @04 | 091 | 886 | 603 | 400 | 16 | 1130 [ 1140 | 1130 | 705 |6159
850 | 26 |1143|1245| 785 (7445|650 | 25 | 1245|1245 | 867 |8035| 450 | 18 | 1002 [ 1095 | 1002 | 743 | 654
700 | 28 |1245(1346| 837 |7055| 700 | 28 (1345|1346 | 021 | 857 [ 500 | 20 |1194|1200| 1194 813 | 724
750 | 3 |1205 (1307|887 | 846 | 70 | 30 (1307|1307 | 0ot | o21 | 600 | 24 | 1307 [ 1407 | 1307 | 040 | B38
80 | 3 |1372|1524| o4 | coo | 800 | 32 | 1524|1524 | 1054 | a78
| 900 | 35 | 1524|1727 1087 ji000.4 900 | 35 | 1727 | 1727 | 1172 | 1089

YUANDA product spacilications in this calalogua is providad lar relaranca only.
YUANDA nava tha nighl 1o change ar madily product dasign, constructian, spaailication pe matariale.
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STEEL VALVE SERIES

API Forged Steel Trunnion Type Ball Valve

Main Parts and Materials

Parts Name Material

Body, Bonnet

Stem A276-304, A276-316

Seat A105+ENP, A182-F316, A350-LF2+ENP

Ball A182-F304", A182-F316

Standards

Design and 2 N % ; i
Manufactiire Facetfoface Flange End Inspaction Fire durable

APIGD, BS5351 ANSIB16.10 ANSIB16.5 | API 598/APIED APIBOT

Test Pressure

Testitem Shell Test SealTest Back Seal Test Air Seal Test
Medium(MP a) Water(MPa) Alr(MPa)

Pressure
(Class)

Dimensions
Q47 /347-150Lb

Q47 /347-600Lb

L(RF)
LIL1{RF/BW)
H
w

Q47 /347-000Lb

Size

LRF)
LILI(RF/BW)
H
w

Q47 /347-1500Lb

Size

L(RF)
LILI(RF/BW)
H
w

YUANDA produs| spacilications in his calalogue is provided lor rakaranca anty, sTEELvaLvEsERIES 10
YUANDA nava tha nigh! 1o change ar madily product dasign, constructian, spacilication pr matarials,




Female Theread And Socket Welded Gate Valve

HOpey)

Ho pery

HEper)

MainParts and Materials

Parts Name M atcrial

Body . Bonnet A105. LF2. F11. F304(L). F316(L). F51

Stem 304, 410, 304 (L) 316(L). F51

Disc FGa. F304. FGaHF. F304(L). F316(L). F&1

Seat 410/304. 410HFA, 304 (L} . 316 (L} . F51 p
Standards

Designand M anufacture

API602, BS 5352,
ANSIB16.34

Connection end Standard Inspection

ANSIB16.11. ANSIB1.20.1. ANSI16.5 APl 598

Dimensions
Bolted Bannet Type
Specification
(NP S)
Faceto Face
Handwheel Diameter
Height
FlowP ort Dimension

Welded Bonnct Type

Specification
(MNP S)

Faceto Face
Handwhes| Diameter
Height
FlowPort Dimension

Bolted Bonnet Type

Specification
(NPS)
Faceto Face
Handwhee| Diameter
Height
FlowP ort Dimension

Welded Bonnet Type

Specification
(NP S)

Faceto Face

Handwhesl Diameter
Height
FlowPort Dimension

YUANDA product spacilications in Inis calalogae is providad lor rekaranca anly.

= 172 | 34 1 1174 | 1112 2 2112 2 )
1/4 | 38 | 172 | 34 1 1114 | 1142 2 2112
78 79 a2 111 | 120 | 120 | 140 | 178 | 180
100 | 100 | 100 | 125 | 160 | 160 | 180 | 200 | 220
163 | 161 | 163 | 186: | 223 | 251 | 290 | 333 | 370
8 10.5 14133 | 48 24 29 | 365 | 45 i

z 12 | 34 1 1174 | 1112 2 Tamz| 3"
1/4 | 38 | 12 | 314 1 4 | 112 2 212
79 79 92 111 | 120 | 120 | 140 | 178 | 180
100 | 100 | 100 | 125 | 160 | 160 | 180 | 200 | 220
161 | <161 | 1637 | 486 | 223 | 251 |:2807| 333 | 320

8 10.5 | 13.5] 18 24 29 | 365 | 45 51

T 12 | 34 1 1174 | 1112 2 2112 3
1/4 | 38 | 12 | 34 1 104 | 1102 2 2112
92 11 | 111 | 120 | 120 | 140 | 178 | 180 i
100 | 125 | 125 | 160 | 160 | 180 | 200 | 220 5
181 | 191 | 192 | 219 | 243 | 296 | 316 | 370 -
8 10:5:1135.] 48 24 20 | 365 | 45 5

= 172 | 34 1 1174 | 1112 2 |22 3
1/4 | 38 | 12 | 34 1 1114 | 1142 2 2102
g2 111 | 111 | 120 | 120 | 140 | 170 | 180 8
100 | 125 | 125 | 160 | 160 | 160 | 200 | 220 &
171 | 207 | 207 | 240 | 258 | 330 | 355 | 370 T

8 10:5°] 43.5: | 18 24 29 | 365 | 45 ?

STEEL VALVESERIES 11
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STEEL VALVE SERIES

Flange End Gate Valve

Main Parts and Materials

Parts Name Matcrial

Body . Bonnet A105, LF2, F11, F304(L). F316(L). F51
Stem 304, 410, 304 (L} 316(L). F51
Disc F6a. F304. FGaHF . F304(L). F316(L). F51
b Seat 410/304, 410HFA. 304 (L} . 316 (L) . F51 )
Dimensions
‘Welded Bonnet Type
Specification(NP S) s | 12| w4 1 [l 2 | 212)
;_: CcLAS s = 108 | 117 | 127 | 140 | 165 | 178 | 190
x FacetoFace CL300 TRVATS g 140 | 152 | 165 | 178 | 190 | 216 | 241
Ciggy | HEM
» 165.1 190 | 216 | 229 | 241 | 292 | 330
Handwheel Diameter W - 100 | 100 | 126 | 160 | 160 | 180 | 200
Height Cl150 g 176 | 184 | 217 | 226 | 250 | 290 | 357
o cLaoo.cLeoo  H - | 161 163 | 196 | 226 | 250 | 290 | 357
Height{angle dinmension) ¢ i 10 |338] 38 24 29 | 36.5 45J
Welded Bonnet Type
2 pr— ™
; Specification(NP5) 1/4 38 112 34 1 11/4 1112 2
T , - 216 | 229 | 254 | 279 | 305 | 368
Faceto Face L(RF)
LT(BW) - g 216 229 254 279 305 an
Handwheel Diameter W % ¥ 125 125 160 180 200 220
Height H % 2 191 192 219 257 296 316
Height(angle dinmension) d & o 13.5 18 24 24 36.5 45 )
W Bolted Bonnet Type
Specification{NPS) 1/4 38 112 34 1 11/4 1112 2 e
E‘ We kedbonet
& 4 » 264 273 308 5 384 451
z Faceto Face LR
L1(BW) ° - 264 | 373 | 308 - 387 | 4454
‘ Handwheel Diameter W = = 125 | “160: | 16D 5 200 | 240
ﬁ Height H & o 207 | 240 | 258 % 355 | 370
L Height{angle dinmension) d 8 % 136 | 135 19 & 30 36.5)
Pressure Seal GateValve
Specification(NPS) 174 38 112 3i4 1 1174 12 2 5
H e L(RF) 2 % 264 | 273 | 308 5 g4 | 451
) P L1(BW) - - | 264 | 273 | 308 | - | 387 | 454
Handwheel Diameter W = 5 200 200 200 % 280 300
E Height H % : 335 | ;335 | 327 E 478 | 540
L Helght{anale dinmension) m = 13:5 | 135 19 2 30 36.5 )
YUANDA product spacilicatians in This ealalbgua is providad lor rakiranca anly, STEELVALVE SERIES 12
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Female Thread And Socket Welded Globe Valve

HOpe

HOpe 1)

HO P

Hope 1)

MainParts and Materials

Parts Name Matcrial

Body. Bonnet A105.A105+HF, LF2, F11+HF, F304(L). F316(L), F&1
Stem 304. 410. 304 (L} 316(L). F51
Dist FGa. F304, FRaHF. F304(L). F316(L). F51 )
N
Standards

Desogn and Manufacture Connection end Standard

BS5352M S5 SP-118 ANSIB16.11, ANSIB1.20.1. ANSI B16.5
Dimensions
Bolted Bonnet Ty pe
Specification{NPS) 112 3i4 1 1174 1112 2 212 )
FacetoFace 110 110 150 150 : 210 235
Handwhee| Diameter 110 10 130 210 = 180 250
Height 227 227 300 307 % 40 448
Height(angle dinmension) ] 12 15 20 = 32 40
Pressure Seal Type
Specification(NPS) 112 3i4 1 1114 1112 2 2112
FacetoFace 140 140 140 178 178 216 ?
Handwheel Diametes 200 200 200 280 280 300 %
Helght 320 320 320 440 440 480 g
Height{angle dinmension) 12 15 20 28 32 40 =
Bolted Bonnct Type
Specification{NPS) 112 3i4 1 11/4 1112 2 2112 )
Faceto Face 150 150 210 # 235 235 =
We lded boniet Handwhesl Diameter 130 130 250 = 300 300 =
Height 293 300 340 = 435 435 =
Helght{angle dinmension) 1 14 19 % 28 35 F
Pressure Seal Type
Specification(NPS) 112 3i4 1 11/4 112 2 2112 h
FacetoFace 186 186 186 232 232 279 2
Handwhee| Diameter 200 200 200 280 280 300 &
Height 375 378 380 440 440 540 i
Height{anale dinmension) 11 14 19 25 28 35 ¥
YUANDA product spacilicatians in nis calalogue is providad lor rekaranca anly. STEEL VALVESERIES 13
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STEEL VALVE SERIES

Flange End Forged Steel Globe Valve

Main Parts and Materials

Parts Name Matcrial

Body. Bonnet A105.A105+HF, LF2, F11+HF . F304(L), F316(L). F51
Stem 304, 410. 304 (L) 316(L). F51
L Disc FGa, F304. FGaHF. F304(L). F316(L). F51
o
Dimensions
Welded Bonnet Type
Specification(NPS) 1/4 3i8 112 34 1 11/4 112 %)
CLiE ks 5 - 108 5 i 127 140 165 203
FacetoFace  CL300 | jgyy IR ? 152 | 178 | 203 | 216 | 229 | 267
CLG00 g
2 2 165 180 216 228 241 292
Handwheel Diameter W - g 100 100 125 160 160 180
Height ~ CHEQCL300 |, . - 180 | 184 | 217 | 224 | 260 [ 300
Cigoo - - 164 | 164 | 203 | 224 | 260 | 300
Height{angle dinmension)d 5 5 9 13 17.5 23 30 35 )
W Welded Bannet Type
; Specification(NP §) 174 3re 112 314 1 11/4 | 1112 2 L

@)

& = 216 229 254 279 305 368
= S 216 229 254 278 305 3N

We Kedboniet FacetoFace

Handwheel Diameter | s s 125 125 160 160 180 200
; ﬁ Height 7 = 207 207 230 160 300 385
: Height{anfle dimansion) ¥ = 12 15 20 28 32 40 y,
Bolted Bonnet Type
Specification(NP S) EP s 112 34 1 114 | 1112 2 3
H L(RF) - 364 | 273 | 308 - 384 | 451
2 Faceto Face L1(BW)
T L(RTJ) 3 264 273 308 % 387 454
Handwheel Diametar | - 125 160 200 - 250 240
Height 2 207 240 258 2 355 300
Helght(anfle dimension) g 11 14 19 7 28 35 y,
Pressure Seal Type
Specification(NPS) E£ 14 38 112 314 1 1114 | 1112 2 1
L(RF) = A 264 27d 308 349 384 451
Faceto Face L1(BW)
LIRTJ) ' & 264 273 308 349 387 454
Handwheel Diametar w a T 200 200 280 280 280 300
i Height H = = 320 320 320 440 440 490
Height{anfle dimension) i 7 11 14 19 25 28 35 )
YUANDA proguct spacilications in Inis calalogue i provided lor relaranca only. STEEL vaLVESERIES 14
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Female Thread And Socket Welded Check Valve

Main Parts and Materials

Parts Name Matcrial

Body. Bonnet A105, LF2, F11, F304(L), F316 (L) . F51
Disc FGa. F304. FEaHF. F304(L). F316(L) . F51
Seat 410, 304, 410HF. 304(L)NE (L) . F51
S
Standards

Deslgnand M anufacture Connection end Standard

BS5352 MSS SP-118 ANSIB16.11. ANSIB1.20.1. ANSIB16.5

Dimensions
Bolted BonnetType
Specification(NPS) 38 12 34 ;| 11/4 | 11i2 2 h
FacetoFace 110 110 10 180: ]| -360 | 210:] 235
Height 166 171 207 240 240 330 355

10 12 15 20 20 32 40

Height{angle dinmension)
185 |%s 18 24 24 365 45

Pressure SealType

112 | 3/4 1 14| 1112 2 21121 3
38 | 102 | 34 1 114 | 1112 2 2112

Specification(NPS)

FacetoFace 140 | 140 | 140 | 178 | 216 | 216 = "
Height M7 |97 ] 117 | 152 | 185 | 195 5 &
Height(anale dinmension) 12 15 20 28 a2 40 - = i)
Bolted Bonnet Type
Specification(NPS) 1/4 3/8 112 34 1 1114 | 1142 2 )
FactetoFace 160: ] 450 | =450 ) 450 | 20| 235 | 235 | 235
Height H 166 | 166 | 171 207 | 240 | 258 | 330 | 355
L Height{angle dinmension) 7.5 105 1 14 19 2 28 35 )
Pressure Seal Type
Speclification(NPS) ; 38 112 34 1 1114 | 112 2 )
FacetoFace = 186 | 186 | 186 | 232 | 232 | 279
Height = 17 "7 "7 162 | 1527 485
Height(angle dinmension) # £ 1 14 19 25 28 35 )
YUANDA proguct gpacilications in ihis calalogue is providad ki ralaranca anly, STEEL VALVE SERIES 15

YUANDA have tha nghl 1o changs ar madily produc! dasign, construction, spacilication pr matarials.



DIN PRODUCTS

NN




DIN Gate Valve

Main Parts and Materials

Body DIN 17245 GS-C25+CR13, DIN 17245 GS-C25+STL

DIN174451.4308

Parts Name Material

DIN 17445 1.4408

Stem ASTM A182 Ffa

ASTM A182 F 304

ASTMA1B2F316

Plate DIN 17245 GS-C25+CR13. DIN 17245 GS-C25+5TL

DIN174451.4308

DIN17451.4408

Bonnet DIN 17245 GS-C25+CR13

DIMN174451.4308

DIN17445.1.4408

A

Standards

Manufacture

DIN3352

Design and Faceto Face Flange End

DIN2543, EN1092-1

SIN 3202, BSENS58-1| DIN2544 DIN2545,
BS ENI1984 DIN254A

Inspection

DIN3230,BS EN12569

Test Pressure

Nominal Pressure Strengh Testing
(Mpa) {EY

1.0/1.6/2.5/4.0i6.3 1.5/2.4/3.8/6.15/9.75

SealTest
(Mpa)

1.1/1.8/2.8/14.5117.15

PN16 PNB3
LLES) SHE NG DN LWF?) H D

15 |115|168| BO | 55 | 15 [130|170| 95 | 65 | 15 |130|170| 95 | 65 | 15 |130[170| 95 | 65 | 40 | 240|323(170|125
20 |120)188| 90 | 65| 20 [150|190|105| 75 [ 20 [150|190|105| 75 | 20 |150|190|105| 75 | 50 250|364 )180[135
32 |130|268|120| 90 | 25 (160 205|115 ( 85 | 25 |160| 205|115 85 | 25 |160(205)115| B85 | 65 | 290|389 205|160
40 |140)1315(130|100) 32 [180|270|140|100( 32 [180|270({140(100| 32 [180|270|140|100| 80 [310|418)215(170
60 |150)346(140|110| 40 | 240|296 |150|110| 40 | 240296 {150 (110 | 40 | 240|323 |150| 110|100 350 | 489 ) 250 | 200
65 |170)370(160|130| 50 | 250 | 361|165 |125| 50 | 250|362 |165(125)| 650 | 250| 364 | 165|125| 125 400 | 541 | 295 [ 240
80 [180)423|170|150| 65 | 270|380 |185|145| 65 [ 270|383 |185(145| 65 | 290|389 (185(145]|150| 450|657 | 345| 280
100 | 190492210170 80 | 280|418 |200|160| 80 |260(418|200|160( 80 |310) 418 (200|160 200|550 | 824415 345
125 | 200 | 528|240 200(100| 300|488 (220|180 (100|300 |496|235|190(100)350)489(235|190| 250|650 | 985|470 400
150 | 210|619 | 2656|2256 |1256(325( 531|250 | 210(125| 325|606 | 270| 220|125 400| 541| 270|220 300 750 |1183| 530 | 460
200 | 230 (772|320 (280 (150|350 | 638 (285|240 (150|350 | 674 | 300 | 250 [ 150 | 450 | 657 [ 300 | 250 | 350 | 850 |1312( 600 | 525
250 | 250 (921|375 335(200| 400|758 (340|295)200|400| 766|360 | 310|300 550) 824 375|320 400|950 [1458( 670 | 585
300 | 270 (1064 440 [ 395 (260 | 450 | 906 [ 405 | 355 | 250 | 460 | 911 | 425 | 370 | 250 | 650 | 985 [ 450 | 385

300|500 {1058 460 | 410|300 | 500 (1067) 485 | 430 | 300 | 750 |1183[ 515 | 450

350|550 (1215|520 | 470 | 350 | 550 (1223) 555 | 490 [ 350 | 8501312 580|510

400|600 (1392580 | 525|400 | 600 (1400) 620 | 550 | 400 | 950 |1458( 660 | 585

450 650 (1542 640 | 585|450 | 650 (1550) 670 | 600 | 500 |1150]1658( 755 | 670

500|700 (1676 715 | 650 | 500 | 700 (1676) 730 | 660 [ 600 |1350]1976( 890 | 795

600|800 |1900{ 840 770|600 | 800 (1900|845 770

YUANDA product spacilications in is calalogua is providad lor ralaranca anly,
YUANDA hava tha rnight 1o changa ar madily proguc! dasign, constructian, spacilication pr malarials,
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STEEL VALVE SERIES

DIN Globe Valve

Main Parts and Materials

Parts Name EIEE]

Body DIN17245 GS-C25+CR13, DIN17245GS-C25+STL  [DIN 174451 4308 SIN 174451 4408
Stem ASTM A182F6a ASTM A1B2F304| ASTM A182 F316
Disc DIN 17245 GS-C25+CR13, SIN17245 GS-C25+STL  |DIN 174451 .melom 17445 14408
Bonnet DIN 17245 GS-C25+CR13 DIN 174451 .4303|D|N 17445 1.4408
7

Standards

Design and Manufacture FacetoFace Flange End Inspection

DIN2544, DIN2545,
BS 1873 BSENS58-1 DIN3202,EN108241 DIN2546, DIM 3230
DIN2547,DIN2548

Test Pressure

ON
1

Nominal Pressure Strengh Testing SealTest

(Mpa) (Mpa) {Mpa)
1.6/2.5/4.0/6.3 2.4/3.816.16/9.75 1.8/2.8/14.5117 15

Dimensions

PN10 PN16 PN25 PNG3

LI H ¢ s AR L{F1): H N 2

15 | 130. | 198 | 95 65 16 | 130 | 198 | 95 65 15 | 130 | 241 95 65 15 | 210 | 105 | 75
20 | 150 | 250 | 106 | 75 20 | 150 | 250 | 105 | 75 20 | 150 | 285 | 105 | 75 20 | 230 | 130 | 90

25 | 160 | 266 | 115 | BS 25 | 160 | 266 | 115 | 85 2571 160 | -300 | *116°| 80 25 | 230 | 140 | 100

32 | 180 | 298 | 140 | 100 | 32 | 180 | 298 | 140 | 100 | 32 | 180 | 327 | 140 | 100 | 32 | 260 [ 1585 | 110

40 | 200 | 315 [ 150 | 110 | 40 | 200 | 315 | 150 | 110 | 40 | 200 | 385 [ 150 | 110 40 | 260 | 170 | 125

50 | 230 | 326 | 165 | 125 | 50 | 230 | 326 | 165 | 125 | 50 | 230 | 391 | 165 | 125 | S0 | 300 | 180 | 135

65 290 | 348 | 185 | 145 65 290 | 348 | 185 | 145 65 290 | 433 | 185 | 145 | 65 340 | 205 | 160

80 | 310 | 383 | 200 | 160 | 80 | 310 | 386 | 200 | 160 ( 80 | 310 | 468 [ 200 | 160 | 80 | 380 | 215 | 170

100 | 350 | 428 | 220 | 180 | 100 | 350 | 436 | 235 | 190 | 100 | 350 | 520 | 235 | 190 | 100 | 430 | 250 | 200

125 | 400 | 505 | 250 | 210 | 125 | 400 | 506 | 270 | 220 | 1256 | 400 | 608 | 270 | 220 | 1256 | 500 | 295 | 240

150 | 480 | 588 | 285 | 240 | 150 ( 480 | 588 | 300 | 250 | 150 | 480 | 695 [ 300 | 250 | 150 | 550 | 345 | 280

200 | 600 | 710 | 340 | 295 [ 200 | 600 | 710 | 360 | 310 | 200 | GOO | 806 | 375 | 320 | 200 | 650 | 415 | 345

250 | 730 | 786 | 405 | 355 | 250 | 730 | 786 | 425 | 370 | 250 | 730 450 | 385 | 250 | 775 | 470 | 400
300 | B850 | 925 | 460 | 410 | 300 | B850 | 925 | 485 | 430 | 300 | 850 515 | 450 | 300 | 900 [ 530 | 460
350 | 980 520 | 470 | 350 | 980 555 | 490
L 400 | 1100 580 | 525 | 400 | 1100 620 | 550 )
YUANDA product spacilicalions in (his calalogue is providad lar ralaranca anly, STEEL VALVE SERIES 18
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DIN Bellows Globe Valve

Main Parts and Materials

PARTNAME MATERIAL
Body 1.0619(GS-C25) 1.4308(CF8) 1.4408(CF8M)
Seat surface 13Cr (1) 55304+(1) SS5316+(1)
Disc seat surface X20Cr13+QT(1) 1.4301(F304)+(1) 1.4401(F316)
Disc pin S8 S.8 5.5
Bellows S55304/SS5316L S5304/SS316L SS316L
Gasket S.5. +graphite S.S.+graphite S.5.+graphite
MNuts A194 2H A1G4 8 A1948M
Bolts A193B7 A193B8 A193 BEM
Packing Graphite Graphite Graphite
Gland 1.0460(A105) 55304 S5316
Bonnet 1.0619(GS-C25) 1.4308(CF8) 1.4408(CF8M)
Morot device X20Cr3 88 SS
Stem X20Cr13(2) 1.4301(F304)(2) 1.4401(F316)(2)
Yokenut GGG40.3(3) Cu-Alloy Cu-Alloy
Lock nut 1.0460(A108) 1.0460(A105) 1.0460(A105)
Handwheel| Steel Steel Steel
L Grease nipple Cu-Allaoy Cu-Alloy Cu-Alloy )
Dimensions
PN16
40 50 65 80 100 125 150 200 250 300 )
200 230 290 310 350 400 480 600 730 850
320 350 370 400 415 480 510 710 785 925
20 22 28 40 52 80 95 130 230 350 )
40 50 65 80 100 126 150 200 250 300 )
200 230 200 310 350 400 480 600 730 850
320 350 400 355 415 460 510 710 785 925
20 22 28 40 54 83 100 135 245 365 )
40 50 65 80 100 125 150 200 250 00
200 230 290 310 350 400 480 G600 730 850
312 375 410 435 480 540 610 720 780 830
16 22 29 40 56 86 110 160 280 420 )
50 65 80 100 125 150 200 250 00 )
300 340 380 430 500 550 650 775 900
410 450 485 540 630 645 815 870 920
30 41 55 80 125 200 320 480 700 )
50 65 80 100 125 150 200 250 )
300 340 380 430 500 550 650 775
415 435 545 620 735 240 825 1006
32 43 58 85 130 220 350 500 )

YUANDA product spacilications in is calalogua is provdidad ko ralaranca anly.
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STEEL VALVE SERIES

DIN Swing Check Valve

Main Parts and Materials

Parts Name Material

Body DIN 1725 GS-C25+CR12. DIN17245 GS-C25+STL. DIN 17445 1.4308. DIN 17445 1.4408
Dist DIN 1725 GS-C25+CR12. DIN17245 GS-C25+STL. DIN 17445 1.4308. DIN 17445 1.4408
Arm DIN 17245 GS-C25. DIN 17445 1.4308. DIN 17445 1.4408
e Hinge Pin ASTMA182 FGA. A182FBa. ASTM A182 F304. ASTMA182 F316
A
Standards
Dasign and Faceto Face Flange End Inspection
Manufacture ALEHG Face iR pE
DIN 2543, BS EN1092-1
Ll ol DIN2544, DIN2545,  [DIN3230, BS EN12560
Fa DIN2546, DIN2548
Zl5lo Test Pressure
1
MNominal Pressure Strengh Testing Seal Test
t](_\ (Mpa) (Mpa) M pa)
L 1.6/2.5/4.006.3 2.4/3.8/6.15/9.75 1.6/2.5/4.1/6.5
Dimensions

PN16 PN25 P63

L(F6} H L(FYY | H N L(F8) NI E(EZ) T

40 | 180 | 129 | 150 | 110 | 40 [ 180 | 129 | 150 | 110 | 40 | 200 | 135 | 150 | 110 | 40 | 260 | 168 | 170 | 125
50 |200° 1147|1657 125 | 60 | 200 | 147 | 165 | 125 | 50 (:230¢]|*1497| “165°] 325 | 50 | 300 | 475 | 4BO | 135
65 | 240 [ 161 | 185 | 145 | 65 | 240 | 161 ) 185 | 145 | 65 | 290 | 160 | 185 | 145 | 65 | 340 | 192 [ 205 | 160
80 | 260 [ 178 | 200 | 160 | 80 | 260 | 178 | 200 | 160 | 100 | 350 | 194 | 235 | 190 | 80 | 380 | 208 [ 215 | 170
100 | 300 (190 | 20 | 180 | 100 | 300 [ 190 | 235 | 190 ( 80 | 310 | 169 | 200 | 160 | 100 | 430 | 244 [ 250 | 200
125 | 350 | 265 | 250 | 210 | 125 | 350 | 265 | 270 | 220 [ 125 | 400 | 225 | 270 | 220 | 125 | 500 | 298 [ 295 | 240
160 | 400 | 285 | 285 | 240 | 150 | 400 [ 285 | 300 | 250 | 150 | 480 | 255 | 300 | 250 | 150 | 550 | 335 [ 345 | 280
200 | 500 | 345 | 340 | 295 | 200 | 500 [ 345 | 360 | 310 200 | 600 | 305 | 375 | 320 | 200 | 650 | 390 [ 415 | 345
250 | 600 | 394 | 405 | 355 | 250 | 600 | 394 | 425 | 370 250 | 730 | 360 | 450 | 385 | 250 | 775 | 452 [ 470 | 400
300 | 700 | 420 | 460 | 410 | 300 | 700 [ 421 | 485 | 430 | 300 | 850 | 415 | 515 | 450 | 300 | 900 | 520 [ 530 | 460

350 | BOO | 456 | 520 | 470 | 350 | 80O | 458 | 555 | 490 | 350 | 980 | 460 2 = 350 (1025 574 7 =
400 | 900 | 526 | 580 | 525 | 400 | 900 | 526 | 620 | 550 | 400 | 1100| 522 g . 400 | 1150 | 656 & %
\500 1100| 628 T 7 500 (1100 628 E E 500 (1250 622 2 5 y
YUANDA product spacilicalions in this calakgos is provided lar ralarance anly, STEEL VvALVE SERIES 20
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DIN Lift Check Valve

T

il

ke

Dimensions

PN16(DIN 3202-F1)

Main Parts and Materials

Parts Name

Material

DIN17245GS-C25+CR13. DIN174451.4308, DIN174451.4408

DIN17245GS-C25+CR13, DIN17245GS-C25+STL, DIN174451.4308, DIN1?4451.4408J

Standards

Design and
M anufacture

DIN3E40,BSEN 1868

Faceto Face

DIN3202,BS EN 558-1

Flange End

DIN2543,B5 EN 1092-1

DIN2544, DIN2545 DIN2546,
DIN2548

Inspection

DIN 3230,
BS EN 12569

Test Pressure

MNominal Pressure

(Mpa)

1.0/1.6/2.5/4.0/6.3

Stengh Testing
{Mpa)

1.5/2.4/3.8/6.15/19.75

1.1/1.8/12.8/14.5117.15

PN25({DIN 3202-F1)

PN40{DIN 3202-F1)

PN63(DIN3202-F1)

DN L-RF H DN L-RF H DN L-RF H DN L=RE H
mm mm mm mm mm mm mm mm

15 130 77 15 130 100 15 130 100 15 210 100
20 150 77 20 150 105 20 150 105 20 230 110
25 160 80 25 160 120 25 160 120 25 230 125
32 180 85 3 180 130 32 180 130 32 260 140
40 200 95 40 200 135 40 200 135 40 260 168
50 230 105 50 230 149 50 230 149 50 300 170
65 290 120 65 290 160 65 290 160 65 340 188
a0 310 130 80 310 169 80 3o 169 80 380 205
100 350 140 100 350 194 100 350 194 100 430 230
125 400 155 125 400 222 125 400 225 125 500 240
150 480 180 150 480 255 150 480 255 160 5560 265
200 600 215 200 600 308 300 600 305 200 650 310
250 730 260 250 730 ass 250 730 360 250 775

300 850 315 300 850 410 300 850 45 300 900

350 980 350 980 %

| 400 1100 400 1100 £ )

YUANDA praduct spacilications in his calalogue is providad ki ralaranca anly.

STEEL VALVE SERIES 21

YUANDA have tha nighl 1o changes or madily proguct dasign, constructian, spacilicatian pr matariats,



STEEL VALVE SERIES

Main Parts and Materials

Parts Name Material
Body 1.0619/1.4408
Screen 1.4401
Gasket 1.4401+Graphite
Bonnet 1.0619/1.4408
\. i
L
Standards

Faceto Face Flange End

DINEMN 558-1 EN1082-1 EN 12266-1

Dimensions

16CI16P 40C140P

D1 D2 - Zxdd \ D1 D2 Zxdd H

65 280 185 145 122 | 22--2 |[4x®18] 205 15 130 85 65 45 16--2 [4xd14 79

80 310 200 160 138 | 24--2 |Bx®18] 212 20 150 105 75 58 18--2 [4x 14| 88

100 350 220 180 188 | 24--2 |Bx ®18| 252 25 160 15 85 68 18--2 [4x 14| 93

125 400 250 210 188 | 22--2 |8x 18| 304 32 180 140 100 78 18--2 [4x @18 116

150 480 285 240 212 | 22--2 |9x @22 351 40 200 150 10 88 18--2 |4x@18[ 133

200 600 340 295 268 | 24--2 12x 22 459 50 230 165 125 102 [ 20--2 [4x®18] 148

25/125P 65 290 185 145 122 | 22--2 |Bx 18] 205

65 200 185 145 122 | 22--2 |8x®18] 205 80 310 200 160 138 | 24--2 [8x 18] 212

100 350 235 180 162 | 24--2 (Bx @22 252 100 350 235 190 162 | 24--2 |Bx ®22| 252

150 480 300 250 218 | 28--2 (Bx ®26| 365 125 400 270 220 188 | 26--2 |Bx ®26[ 316

150 480 300 250 218 [ 28--2 |8x d26] 365

YUANDA proguct spacilicalions in this calalogus is provided lor ralarance only. STEEL VALVE SERIES 22
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STEEL VALVE SERIES

10K/20K Gate Valve

Main Parts and Materials

Parts Name Material

Body. Bonnet. Disc SCPH2
Stem STS 403
SeatRing s8C1
HandWheel FCD450-10
\_ >,

Standards

Design and Manufacture HS B 2361 3
Face toface KS B 2306
Flange End KSB 1511
Inspection KS B 2304 3

50 178 1564 16-2 4xb19 338 180 50 216 156 22-2 Bx&19 320 220
65 190 175 18-2 4x&H19 362 180 65 4 175 24-2 Bx&19 350 220
80 203 185 18-2 gx419 415 224 80 283 200 26-2 B8x& 23 295 280

100 228 210 18-2 | Bx&19 447 250 100 305 225 28-2 | 8x&23 436 300

125 254 250 20-2 8xd 23 6548 300 125 381 270 30-2 Bx & 25 505 280

150 267 280 22-2 8x& 23 618 330 150 403 305 32-2 | 12x425 576 350

200 292 330 22-2 [12x423| 781.4 330 200 419 as0 34-2 | 12x 025 728 400

250 330 400 24-2 [12x&25| 927.4 355 250 457 430 38-2 [12x427| 884 450

300 356 445 24-3 | 16x&25| 1073.4 400 300 502 480 40-3 |[16x»27| 1036 500

YUANDA praduct gpacilicalions in this calalogua is pravidad lar ralaranca anly. STEEL VALVE SERIES 24
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10K/20K Globe Valve

Main Parts and Materials

Parts Mame Material
Body, Bonnet. Disc SCPH2
Stem SSCI
SeatRing STS 403
e HandWheel FCD 450-10
Standards
Design and Manufacture KS B 2361
Facetoface KS B 2306
Flange End KS B 1511
Inspection KS B 2304

50 203 155 16-2 | 4xb19 290 200 50 267 1) 22-2 | Bxd18 290 240
65 216 175 18-2 | 419 295 200 65 292 175 24-2 | 8xd 19 318 240
80 4 185 18-2 | 8xd 18 323 240 80 318 200 26-2 | 8xd 23 345 280
100 292 210 18-2 | Bx&19 345 280 100 356 225 28-2 | 8xé23 395 260
125 356 250 50-2 | 8xd&23 414 360 128 400 270 30-2 | Bxd25 441 400
150 406 280 22-2 | 8xd 23 443 360 150 444 305 32-2 |12x$25] 510 450
& 200 495 330 22-2 [12x$23| 530 450 200 559 350 342 | 12xb25| 737 560

YUANDA product spadilications in his calalgue is providad lor ralaranca anly,
YUANDA hava tha night 1o changa ar madily produc| dasign, construction, spacilication pr matarials,
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STEEL VALVE SERIES

10K/20K Swing Check Valve

Main Parts and Materials

PartsName M aterial

Body. Bonnet. Disc SCPH2
SeatRing SSC1
Stem SCPH2
Hinge Pin STS 42001-B
L,
Standards

Design and

Faceto Face Flange End Inspection

o

Manufacture

KS B2361

K5 B2306

KSB 1511

KS B 2304

Dimensions
50 203 155 16-2 4xd19 146
65 216 175 18-2 4% d19 154.5
80 241 185 18-2 Bx®19 168
100 292 210 18-2 Bxd19 200
125 330 250 20-2 Bx®23 220.5
150 356 280 22:3 Bx®23 290
200 495 330 22-2 12x 23 359
250 622 400 24-2 12x $25 402
300 98 445 24-3 16x d25 445

50 267 1566 22-2 8= @19 164.5
65 292 175 24-3 8= o140 166.5
80 318 200 26-2 8x @23 184
100 356 225 28-2 8x @23 2185
125 400 270 30-2 8x @25 2395
150 444 305 322 12x= @25 299
200 533 350 34-2 12x @25 367
250 622 430 38-2 12x @27 435
300 [ak 480 40-3 16x= @27 491

YUANDA product spacilications in this calalague is provided lar raleranca anly,
YUANDA have tha nghl lo changa or modily product deasign, construction, spacilicatian pr materials.
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10K/20K Butterfly Valve

Main Parts and Materials

Parts Name M atcrial

Body WCB . $S304. SS316, 304L. 316L
Disc WCB. SS304. SS316, 304L. 316L
SaMRing 304, 316, 2Cr13, 1Cr18NigTI
Stem 304. 316, 2Cr13
7 A
Standards

DesignandM anufactura Flange End Faceto Face Inspection

AP1609-1983

JISB2212,JI18 B2213;
JISB2214

JIS B2002-1987

JIS B2003-1987

Test Pressure

Nominal Pressure

(Mpa)

Test Pressure

Suitable Medium

Suitable

Temperature('C)

Shell Test
(Mpa)

1.5

SealTest
(Mpa)

1.1
2.2

PM(MP a)

Water. Steam,

10K oil prodicts, SeaWater

-29~425C

20K 3.0

Dimensions

Face-to Face

External Dimensiom (Referemce) Connection Dimension(Standard)

DN (standard)
ke D343H DR43H 10K 20K
Short Long BY AL 8 e (A2 D1 D1
50 108 | 150 | 112 | 350 | 180 | 200 | 605 | 245 | 72 | 530 | 260 | 255 | 155 | 120 | 4-19| 155 | 120 | 8-19
65 112 | 170 | 115 | 370 [ 180 | 200 | 625 | 245 | 72 | 530 | 250 | 255 | 175 | 140 | 8-19| 175 | 140 | 818
80 114 | 180 | 120 | 380 | 180 | 200 | 645 | 245 | 72 | 565 | 260 | 255 | 185 | 150 | 8-19 | 200 | 160 | 8-23
100 | 127 | 190 | 138 | 420 | 180 | 200 | 675 | 355 | 92 | 600 | 600 | 255 | 210 | 175 | 8-19 | 225 | 185 | 8-23
125 | 140 | 200 | 164 | 460 | 180 | 200 | 715 | 355 | 92 | 640 | 640 [ 255 | 250 | 210 | B-23| 270 | 225 | 8-25
150 | 140 | 210 | 175 | 555 | 270 | 280 | 800 | 355 [ 92 | 705 | 705 | 315 [ 280 | 240 | 8-23 | 305 | 260 [12-25
200 | 162 | 230 | 208 | 605 | 270 | 280 | 850 | 250 | 170 | 776 | 776 | 315 | 330 | 290 |12-23] 360 | 305 [12-25
250 | 165 | 250 | 243 | 680 | 270 | 280 | 925 | 250 | 170 | 945 | 945 | 315 | 400 | 355 |12-25| 430 | 380 [12-27
300 | 178 | 270 | 283 | 800 | 380 | 420 | 1035 | 450 | 220 | 1070 (1070 | 315 | 445 | 400 |16-25| 480 | 430 [16-27
350 | 190 | 290 | 310 | 835 | 380 | 420 1070 | 450 | 220 | 1140 | 1140 | 315 | 480 | 445 |16-25| 540 | 480 [16-33
400 | 216 | 310 | 340 | 915 | 450 | 470 | 1190 | 450 | 220 |[1210[1210] 315 [ 560 | 410 |16-27| 605 | 540 [16-33
450 | 222 | 330 | 380 | 960 | 480 | 490 | 1250 | 650 | 280 | 1335|1335 | 714 | 620 | 465 |20-27| 675 | 605 [20-33
600 | 228 | 350 | 410 | 1020 | 480 | 490 [ 1290 | 650 | 280 | 1415|1415 ] 714 | 675 | 620 |20-27| 730 | 660 [20-33
600 | 267 | 390 | 470 |1225| 480 | 490 | 1455 | 850 | 380 | 1606 | 1605 | 810 [ 795 | 730 |24-33| B45 | 770 [24-39
700 | 292 | 430 | 550 | 1355 | 640 | 660 | 1585 850 | 360 | 1844 | 1844 | 810 [ 905 | 840 |24-33| 995 | 900 [24-48
800 | 318 | 470 | 640 | 1470 | 640 | 660 | 1700|1250 360 | 2040 | 2040 | 810 (1020 | 950 |28-33| 1140 | 1030 [ 24-56
900 | 330 | 510 | 719 | 1545 | 850 | 900 | 1864 | 1250 | 380 | 2255 | 2255 | 863 [ 1120 | 1050 | 28-33| 1250 | 1140 [ 28-56
1000 | 410 [ 550 | 770 (1795 | 850 | 900 | 2015 | 1500 | 380 | 2380 | 2380 | 863 [ 1235 | 1160 [28-39] - 3 Z
| 1200 | 470 | 630 | B8O [ 1965 | B50 | 900 | 2226 | 1500 | 380 | 2460 | 2640 | 863 | 1465 | 1380 |32-38 - = E

YUANDA product spacilications in iis calalogue is providad b rakaranca anly, STEEL VALVE SERIES 27
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Russia Standard Carbon Steel/Stainless Steel Gate Valve

Pattern B

DN{mm)

I

Zxgd

Weight(ka)

Main Parts and Materials

Parts Name Material

Valve Body. Bonnet WCB,Stainless Steel
Disc WCB, Stainless Steel
Stem Stainless Steel
Handwheel QT450-10

Test Pressure

Nominal Pressure
(Mpa)

Shell Test
(MPa}

Dimensions

Pattern A Z41H-16C
DN(mm) 50 g0 | 100 | 150 | 200 | 250 | 300 [ 400 )

180 | 210 | 230 | 280 | 330 | 450 | s00 | 00

160 | 195 | 215 | 280 | 335 | 405 | 460 | 580

S s 125 | 160 | 180 | 240 | 205 | 385 | a0 | 525

163 | 18-3 | 203 | 243 | 26-3 [ 282 | 282 [ 322

e 4x 618 | 4x$18 | Bx¢18 | Bx$22 | 1222 | 12x 26 | 12¢$ 26| 12x¢ 30

5 5|=

Weight(kg) 126 | 199 | 271 | 486 | 76 155 | 195 .
'A\?d- .
Z41H-16C

50 | 8o | 100 | 150 | 200 [ 250 | 300 | 3so | 400 | 450 | 500 | 600 | 700 | =00 | soo0 1000
180 | 210 | 230 | 280 | 330 | 450 | 500 | 550 | 600 | 650 | 700 | 0o | goo | 1000 [ 1100 | 1200
165 | 195 | 215 | 280 | 335 | 405 | 460 | 520 | 560 | 640 | 705 | 840 | 910 [ 1020 [ 1120 | 1255
125 | 160 | 180 | 240 | 205 | 355 | 410 | 470 | 525 | 585 | 650 | 770 | m40 | @50 [1050 | 1170
102 | 133 | 158 | 212 | 268 | 320 | 375 | 435 | 485 | 545 | 608 | 718 | 788 | sos [ 9gs | 1110
16-3 | 183 | 203 | 24-3 | 26-3 | 30-3 | 30-4 | 34-4 | 364 | 40-4 | 44-4 | 485 | 505 | 525 | 54-5 | 56.5
4x$ 18| 4xs18 [ Bx8 18 | Bx422 |12x422[12x42512x 425 18 6 25| 16 4 30 |20x £ 30[20x £ 34|20x 6 41| 24x £ 41| 24x 6 41| 28x 6 4128 x 4 48
14.61| 24 | 339 |67.03|107.8 [227.23|274.55| 402.7| 483 |660.25| 8185 |1ases| - [ - | - | -
4

YUANDA product spacilicalions in iis calalogue i provda e ralaranca only,
YUANDA nava tha right o changa ar madily product dasign, constroction, spacilicatian pr materials,
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STEEL VALVE SERIES

Russia Standard Carbon Steel/Stainless Steel Globe Valve

Main Parts and Materials

Parts Name Material )
Valve Body. Bonnet WCB, Stainless Steel
Dise WCB, Stainless Steel

Stem Stainless Steel y

Test Pressure

MNominal Test Pressure Suitable ~
Pressure Temperature Suitable
[ E) Strength(WaterjiMpa)  Enclose{Water Xhpa) (0 W edium
D J41IQ41;—1SC 1.6 2.4 1.8
Y
J41/9414-25 25 3.8 2.8 Warter. vapour.
=425 oil
J41/941)-40 4.0 6.15 4.5
PHIE2.S J41/941)-64 6.4 9.75 718
3 A
Dimensions J16CI25/40/64
~
DN{mm) 15 20 25 32 40 50 65 80 100 125 150 200 250 300

L 130 150 160 g 200 230 2490 310 350 400 480 600 622 698
Dimensions =~ b 95 105 115 4 50 165 85 200 220 250 285 335 408 460

(mm) D1 65 75 5 110 125 45 160 180 210 240 295 355 410
e Ih T e T D T [ D T8 [ T8 dx e TH[ I TR Bx o T8 [ Bx 18] Sx T8 | Bx s JT [T ¢ T3Tx ¢ IHTIx 6 2
NERFRET 4.6 5.6 6.8 | 1025 ] 146 | 18.4 28.5 34 446 | 676 | 905 | 15761 225 351
Jad1y *a) 1 20 23 30 40 48 60 G5 i 149 210 320 550 | 785

ool

DN{mm 15 20 25 32 40 50 65 80 100 125 150 200 250 300 i

W 130 | 150 | 160 | 180 | 200 | 230 | 260 | 310 | 350 | 400 | 180 | 600 | 622 | 711
Dimensions 0 G5 | 105 | 115 | 135 | 145 | 160 | 180 | 195 | 230 | 270 | 300 | 360 | 425 | 485
(mm) o1 75 85 | 100 | 110 | 125 | 145 | 160 | 160 | 220 | 250 | 310 | 370 | 430

S Ao 1A DX e 1d [ e T4 Ax 610 Mo 18] Ix o 10| X 10| Bxe 10 | BXd 23] Bx 6 25| BX & 24 [12X & 26[1 7% & 3016 6 30
NSRS 46 | 56 | 692 | 104 | 151 | 184 | 276 | 34 | 5475 ] B3 | 1125 | 1685 | 22656] 391
Josty 09 RN 24 30 35 42 50 62 67 73 | 127 | 216 | 322 | 585 | 795 )

DN{mm) 40 50 G5 80 100 125 150 200
L 200 230 290 310 350 400 480 600
Dimensions = D 150 165 185 200 235 270 300 375
(mm) D1 110 125 145 160 190 220 250 320
Zxéd 4x 18 4xpla Hx 18 X418 ET Bx 420 BX p24 12x¢ 30
JI Y wenmit 17 24 33 44 60 89 130 205
Ja41y *D 48 52 75 84 101 207 226 399 ¥
DN(mm}) 40 50 65 80 100 125 150 200 A
i 260 300 340 380 430 500 550 650
Dimensions 0 170 180 205 215 250 295 345 415
{rmm) D1 125 135 160 170 200 240 280 345
Zidd X & 22 ax ¢ 22 8x ¢ 22 Bx ¢ 22 Bxd 26 8x & 30 x4 33 12x & 36
JIT weigit 19 27 48 56 80 10 190 250
Ja41y *D 50 64 i 86 171 243 286 420 /
YUANDA product spacilications in (his calalogua is provided lar ralaranca anly. STEEL VALVE SERIES 30
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Russia Standard Carbon Steel / Stainless Steel Ball Valve

Main Parts and Materials

Parts Name Material

Body WCB, Stainless Steel
Ball . Stem Stainless Steel
Seal Ring F4. Stainless Steel+H F4, )

Type

Naminal Pressure

(MPa)

Function and Specification

St gt Wate

(Mpa)

Test Pressure

Exclose Wate fj

(Mpa)

Suitable

Temperature(T)

Suitable Medium

= Q41}-16C : : :
LA
= QM:‘ a4 25 18 28 =200 Warter, Vaour. Gil
o o al= Q415-40 4.0 6.15 4.51
6« = Q415-25 6.4 9.75 715
o L.
L i - PN=25Mpa
PN=LOMpa
Dimensions Q16C/25/40/64]
D N(mm) 15 20 25 32 40 50 A5 80 100 | 125 [ 150 200 | 250
130 | 130 140 | 165 | 180 203 | 222 | 24 305 | 356 394 | 457 | 533
Siranéions a5 105 15 | 135 | 145 160 180 165 215 | 345 280 | 335 | 405
i 65 75 85 100 | 110 125 145 | 160 | 180 | 210 240 | 295 | 355
: 14-2 | 14-2 | 142 | 16-2 | 163 | 16-3 | 18-3 | 20-3 | 20-3 | 22-3 | 24-3 | 26-3 | 30-3
4 ©14[4x ©14]4= ©14] 4Xd 184~ ©18] 4« 018 |4x 018 [8x 018 [8x 018 [ 8x 018 | 8x 023 [12x 023]12X 425
Welght(ka) 2.9 38 42 69 | 873 10 14.2 19 25.5 42 62 108 )
D N(mm) 15 20 25 32 40 50 65 80 100 | 125 | 150 | 200 | 250 )
130 | 140 50 | 165 80 200 | 220 | 250 | 280 320 360 | 400 | 458
Biteer SanE 95 105 15 35 45 160 0 155 230 | 270 300 | 360 | 424
65 75 B85 100 10 125 15 160 190 220 250 | 310 | 370
(REN 162 | 16-2 | 16-2 | 182 | 182 | 20-2 | 22-2 | 22-2 | 24-2 | 282 | 30-2 | 34-2 | 36-2
N @144 o14]4x ©14|4 < @18]4~ ©18|d~ ©18|8x ©18|6x ©18[8> B23[8x ®25] 6~ 025 [12« 025[12« 030
Weight(kg) 31 3.8 4.7 6.9 | 873 | 1183 | 158 | 209 | 31.7 | 50.4 68 108 | 138
DN(mm) 15 20 25 32 40 50 65 80 )
140 152 165 178 190 216 241 283
y ’ 65 105 115 135 145 160 180 195
Qimensions 55 75 85 100 110 135 145 160
14-3 16-3 16-3 18-3 18-3 20-3 22-3 74-3
i- 014 4014 4. @14 41018 4. 018 i- 016 8018 8016
Weight(kg) 3 4 5 7 9 12 18 2%
DN{mm) 15 20 25 32 40 50 65 80 )
L 10 52 165 78 90 262 330 356
e D 105 130 140 13 70 180 207 215
| 150 75 a0 0 125 135 160 170
b-f 20-3 20-3 4-3 24-3 26-3 26-3 26-3 26-3
Zx gd 414 i 218 {018 i< 022 Ix 922 4x ®22 Bx ®22 Bx ®22
Weight(ka) 35 45 & 8 12 14 18 40

YUANDA produc! spacilications in iis calalogue is provicad lor ralaranca anly,
YUANDA have tha nighl [o change ar madily proguct dasign, construction, spacilicatian pr matarials,
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STEEL VALVE SERIES

Main Parts and Materials

Parts Name Material

Body. Bonnet. Disc WCB, Stainless Steel

Function and Specification

NominalPressure Test Pressure Suitable

Type > uitable M edi
L {MPa) Strigt (Wate Eichseguaten | Temperature() Suitable M edium

(pay Mpa)

H41516C 1.6 2.4 1.6
: H41y-25 2:8 3.8 25 - Warter. vapour,
=l H41y- 64 4.0 6.15 4.0 oil
=107 | Hatc40 6.4 9.75 6.4
Zxod
{7
Dimensions H1 BCI25/40/64 )
DN(mm) 15 20 25 32 40 50 65 g0 | 100 | 125 | 150 | 200 250 | 300 )

130 | 150 160 180 200 230 290 | 310 | 350 | 400 480 600 622 695
Dimansions 95 105 115 140 150 165 185 200 220 | 250 285 335 405 460
i G5 75 85 100 110 125 145 | 160 180 210 240 285 355 410
B 14-2 | 16-2 | 16-2 | 18-2 | 18-2 | 20-2 | 20-2 | 20-2 | 22-2 | 22-2 24 26-2 | 30-2 | 30-2

A il 4x 21445 014 [ 4« B14[ 4 018| 4 018 [ 4« G184« D18[ 8~ 018 |8~ O18[8« B18[8x ®22[12« B23[12x D25[12« B25

Weight(ka) a:3 413 | 5.33 8.7 | 11.66 | 14.33 23 27 355 54 73:2 126 175 262 )

DN(mm) 15 | 20 | 25 | 32 I 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 )
130 | 150 | 160 | 180 | 200 | 230 | 290 | 310 | 350 | 400 | 480 | 600 | 622 | 711
G5 05 | 115 40 | 150 | 165 | 185 | 200 | 235 | 270 | 300 | 360 | 425 | 484
65 | 75 | ®5 | 100 | 110 | 125 | 145 | 160 | 190 | 220 | 250 | 310 | 370 | 430
142 | 16-2 | 16-2 | 18-2. | 18:2 | 20-3 | 22-2 | 242 | 24-2. | 26-2 | 28-2 | A0:2 | 36:3 | A40-4
PERNN 4« 014]4x ©14] 4x ©14] 4% ©18] 4x 018 [4x ©18] 818 |8« 0©18]|8x ©22|8x ©26|8x ©26]12 x ©26] 12x ®30[ 16 x 30
Weight(kg) 333 | 413 533 | a7 | 13 |1433| 23 | 27 | 45 | 54 | 732 [ 1484 | 191 450 |

L
Dimansions g
(mm) -

b-f

DN(mm) 20 25 32 40 50 65 80 100 125 150 200 250 300 )
150 | 160 180 200 230 | 290 | 310 350 400 | 480 600 730 B850
Brmaneiang 108 115 135 150 165 | 185 200 235 270 | 300 375 445 510

@ 75 a5 100 110 125 | 145 | 160 1490 220 | 250 320 385 450
' 16-3 | 16-3 | 18-3 | 18-3 | 20-3 | 22-3 | 24-3 [24-3.5] 26-3.5[28-3.5] 34-3.5 | 43-3.5 | 46-3.5
4 D144~ D144« ©16]4 < ©16{4= 188« ®1H8x @188« ©2AB« @268 « D212« 3012« ©3416 = © 34

48 | 4.54 9.1 1.8 | 144 | 2286 30 44.4 | 65.5 | 99.3 | 147 365 510 )

D N¢mm) 15 20 25 32 40 50 65 80 100 125 150 200 )
170 90 210 230 260 300 340 380 430 500 500 650
Difsensians 105 25 135 150 170 180 205 215 250 295 345 415
s : 75 90 100 110 128 139 160 170 200 240 280 345

b-1 20-3 22-3 24-3 24-3 26-3 26-3 26-3 28-3 | 30-3.5 | 34-35 | 36-3.5 | 42-3.5
TN 4 14| 4% 018| 4x 018|422 4= 022 |4 022| 8% 022 | Bx 022 | Bx ©26| 8 ®30|Bx ©33[12 < ©3§

Weightika) 7 H 13 14 20 23 37 46 68 89 131 239 J
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Russia Standard Carbon Steel/Stainless Steel Swing Check Valve

Main Parts and Materials

Parts Name Matcrial
Body WCB
Disc 25
Jointedarm WCB
Cylindrical pin Q235
L Cover Z5 2

Test Pressure

Testing Pressure

Nominal Pressure Sultable ; .
: s Fi Suitable Me dium
(MPa) Strenath Enclosa(Mpa)  1emperature()
: 18 i i -20~475 Water, steam
2 L 25 32 28 and oil

Dimensions

40 200 145 110 85 18-2 4x 18 113
50 230 160 125 100 20-2 dx 18 119
65 290 180 145 120 22-2 dx w18 146
80 310 195 160 135 222 Bxa18 144
100 350 215 180 155 24-2 Bx 18 178
125 400 245 210 185 28-2 Bx 18 275
160 480 280 240 210 30-2 Bx 22 246
200 550 335 285 265 34-2 12x®23 281:5
250 650 405 355 320 30-2 12x D26 n
300 750 460 410 375 30-2 12x®26 432
350 850 520 470 435 34-2 16x @26 514
k: 400 950 580 525 485 36-2 16x 030 606 )

40 200 145 110 85 18-2 4x @18 113
50 230 160 125 100 20-2 4x 18 19
65 290 180 145 120 22-2 Bx®18 146
80 310 185 160 135 22-2 Bx18 144
100 350 230 190 160 24-2 8x @223 178
1:25 400 270 220 188 28-2 Bx®25 2185
150 480 300 250 218 30-2 Bxd 25 246
200 550 360 310 278 34-2 12xd25 281.5
250 650 425 370 332 322 12x®30 an
300 750 485 430 389 34-2 16x 030 432
350 850 550 440 448 38-2 16x034 514
L 400 950 610 550 508 40-2 16x 036 606 )
YUANDA proguct spacilications in hig calalogue is provcad o rakaranca anly, STEEL VALVE SERIES 33
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STEEL VALVE SERIES

Main Parts and Materials

Parts Name Material

Body. Bonnet Carbon steel, Stainless steel
DiscStem Stainess steel
Seal Ring Stainless steel. Hardalloy
A

Test Pressure

Testing Pressure

Nominal Pressure Sultable
2 P Suitable M edium
(MPa} Strength Enclose(MPa)  remperature(T)
Paper PulpCoal-
Slurry

=120 SewageDust
Mixture of Water

1.6 2.4 1.8 AshResidue

\
Dimensions
DN{mm) 50 65 80 100 150 200 250 300 350 400 450 500 500 )

48 48 50 a0 57 70 70 76 76 89 a9 114 14

oM 160 | 180 | 195 | 215 | 280 | 335 | 390 | 440 | s00 | ses | 615 | 670 | 7é0

SRR 125 | 145 | 160 | 180 | 240 | 295 | 3so | s00 | 460 | s15 | ses | 620 | 72
B8 100 | 120 | 135 | 185 | 210 | 265 | 320 | 3ss | 428 | 482 | 532 | ses | ess

ZoM | 4xm16 | axm16 [ axmie | exmie | w20 | sem20 [12xm20[16xm20] 16xm22] 20xm 22 20xm 22| 20xm 27)

DN(mm) 65 80 | 100 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | s00 | 600
48 50 a0 57 70 70 76 76 89 89 | 114 | 114
185 | 200 | 220 | 285 | 340 | 405 | 460 | 520 | 580 | 640 | 715 | B0
D'”‘%‘f”’”s 145 | 160 | 180 | 240 | 295 | 355 | 410 | 470 | 525 | 585 | 650 | 775

118 | 132 | 156 | 211 | 266 | 319 | 370 | 420 | 480 | 548 | 608 | 720
AxM1B|8xM 15| 8 M16|8xM20 12 M20H12 M 2412 < M24/1 6 < M 2401 6 M27/20 < M27]20 < M 3020 < M33

YUANDA product spacilicatians in this calalogue is provided lar ralerance anly, STEEL VALVE SERIES 34
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